19980330.ba v01_n989.bam.980330 v01_n990.bam.980330

>From ???@??? Tue Mar 31 03:46:41 1998
Message-Id: <199803301333.HAA20401@sco.theporch.com>
Date: Mon, 30 Mar 1998 07:29:47 CST
Subject: BOATANCHORS digest 1989

			    BOATANCHORS Digest 1989

Topics covered in this issue include:

  1) Seeking "Pilot" (Mariner) contacts
	by Bill Jarvis <B.H.Jarvis@hw.ac.uk>
  2) Heathkit SB/HW AM filters
	by "larry" <rau@wco.com>
  3) Re: Condensation Warning
	by "Jim Zellmer" <zellmer@raccoon.com>
  4) Eimac info
	by Brian.Harris@sv.sc.philips.com (Brian Harris)
  5) Re: Virginia haunts?
	by JD Delancy <k1zat@dsport.com>
  6) Re: Boatanchor meeting at Timonium Md. hamfest
	by JD Delancy <k1zat@dsport.com>
  7) Re: BOATANCHORS digest 1988
	by Kevin Gallagher <wire2liv@gomontana.com>
  8) Larry's nuvistors
	by Kevin Gallagher <wire2liv@gomontana.com>
  9) Lafayette KT-200
	by Brian Bjerkelund <brianbj@compuserve.com>
 10) As Seen on TV
	by Dick Dillman <ddillman@igc.apc.org>
 11) Re: Collins Touch-up Paint
	by "Grant Youngman" <nq5t@gte.net>
 12) Looking for Collins KWT-6 docs
	by "David L. Thompson" <thompson@mindspring.com>
 13) Classic Navy Boatanchor FS TCK7
	by "William B. Ross" <billross@txdirect.net>
 14) Re: Heathkit SB/HW AM filters
	by John Kolb <jlkolb@cts.com>
 15) Re: Heathkit SB/HW AM filters
	by Ken Gordon <keng@uidaho.edu>
 16) FS: BC-611 test set
	by Don Reaves <dr@cei.net>
 17) Re: Need help with some European tube types...
	by "Scott Alfter" <salfter@ibm.net>
 18) Re: Collins Touch-up Paint
	by Sandra L Knepper <slkst29+@pitt.edu>
 19) Re: WTD: Amphenol ocyal socket
	by jackiv@juno.com (John M Iverson)
 20) help with Eddystone receiver needed
	by "Steve Hill" <SHILL@onaustralia.com.au>
 21) Need GRC-9 power supply
	by "Larry Bearse" <lbearse@mail1.nai.net>
 22) Re: Condensation problems:
	by Charles Copp <kerncopp@together.net>
 23) dial light parts needed
	by Phil Mills <pmills@a.crl.com>
 24) Halli SX-24 matching transmitter?
	by "Benjamin D. Hall" <kd5byb@WT.NET>
 25) Old Navy Frequencies (RAK-5)
	by "N. West" <ninaw@u.washington.edu>
 26) USCG COMMSTA PIX
	by "Rudolf H. Salomon" <rhs@pacbell.net>
 27) Re: Halli SX-24 matching transmitter?
	by "Larry Johnson" <k5yf@wt.net>
 28) Re: USCG COMMSTA PIX
	by William Donzelli <william@ans.net>
 29) Re: Collins Touch-up Paint
	by lists@vatoweb.com
 30) ADMINISTRIVIA: Posting Admin Requests
	by listown@jackatak.theporch.com (Mail List Owner)
 31) FS: Misc. stuff..
	by Sandy W5TVW <ebjr@worldnet.att.net>
 32) B&W T/R Switch...am I dense??<yup!>
	by daniel wright <djw@unlinfo.unl.edu>
 33) HRO 60 Avaialable
	by don merz <71333.144@compuserve.com>
 34) Re:Navy Freqs
	by FRANKK6NL <FRANKK6NL@aol.com>
 35) Fender 75
	by don merz <71333.144@compuserve.com>
 36) Re: Collins Touch-up Paint
	by "Arden Allen" <gumbear@pacbell.net>
 37) Re: B&W T/R Switch...am I dense??<yup!>
	by Ed Tanton <n4xy@att.net>
 38) Source for Batteries for ME297/USM-223 FET VOM?
	by Tom Norris <badger@telalink.net>
 39) Re: B&W T/R Switch...am I dense??<yup!>
	by Ed Tanton <n4xy@att.net>
 40) Re: Fender 75
	by Jerry Proc <jproc@idirect.com>
 41) Re: USCG COMMSTA PIX
	by Dick Dillman <ddillman@igc.apc.org>
 42) BC-611 Batteries
	by Dick Dillman <ddillman@igc.apc.org>
 43) FS: Manuals
	by Dick Dillman <ddillman@igc.apc.org>
 44) Smith Meeker  model 175??
	by "Larry Bearse" <lbearse@mail1.nai.net>
 45) Re: Collins Touch-up Paint
	by Dick Dillman <ddillman@igc.apc.org>
 46) Re: Collins Touch-up Paint
	by Sandra L Knepper <slkst29+@pitt.edu>
 47) Freebie
	by Brian.Harris@sv.sc.philips.com (Brian Harris)
 48) Sugar Baker Mayhem
	by "larry" <rau@wco.com>
 49) Re: BC-611 Batteries
	by Ho4bart <Ho4bart@aol.com>
 50) Re: Old Navy Frequencies (RAK-5)
	by Jeffrey Herman <jeffreyh@hawaii.edu>
 51) Books FS
	by Jeffrey Herman <jeffreyh@hawaii.edu>
 52) FS: Collins 51J-4 
	by "H. Dave meitzen" <dmeitzen@kwom.com>
 53) WTB: Book
	by "Arden Allen" <gumbear@pacbell.net>
 54) Re: BC-611 Batteries
	by Jerry Proc <jproc@idirect.com>
 55) Re: B&W T/R Switch...am I dense??<yup!>
	by "Peter Ferrand" <petef@sprynet.com>
 56) WTB: SX-111 FACE PLATE
	by W7FG <w7fgboat@w7fg.com>
 57) WTD: Glass Face Plate for Hali S-38D
	by George Humphrey <gah@koyote.com>
 58) QST 1955 Article
	by John England <jengland@mail.tds.net>
 59) Electronic T/R switches - alternatives
	by Doug Hall <kf4kl@ipass.net>
 60) Anything on Omega navigation system
	by Bill Hawkins <bill@iaxs.net>
 61) Re: BC-611 Batteries
	by Ho4bart <Ho4bart@aol.com>
 62) B&W T/R Switch et al
	by Ed Tanton <n4xy@att.net>
 63) A new Wrinkle
	by "Robert Nickels" <ranickel@mwci.net>
 64) Actually transmittin' again...
	by "Roberta J. Barmore" <rbarmore@indy.net>
 65) TRW Swap Meet - Crazy Day
	by Jim Hill <jshillw6ivw@earthlink.net>
 66) Re: FS: BC-611 test set
	by Don Reaves <dr@cei.net>
 67) Re: Navy Freqs
	by Dave Prince <davprin@gil.com.au>
 68) Re: Heathkit SB/HW AM filters
	by bgraham@tecnet1.jcte.jcs.mil
 69) Looking for QST 5/76,12/76,2/78,12/79
	by "H. Dave meitzen" <dmeitzen@kwom.com>
 70) AR-88 Users?
	by Dick Dillman <ddillman@igc.apc.org>
 71) Restoring Wrinkle Finishes
	by Ed Tanton <n4xy@att.net>
 72) FS: National NC-140
	by JONWEINER <JONWEINER@aol.com>
 73) RE: The Tube Surprise BA1986
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 74) What's a Navy GP-7?
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 75) WTB:30's qst's
	by john <johnmb@mindspring.com>
 76) Farm animals living and dead
	by "larry" <rau@wco.com>
 77) Re: AR-88 Users?
	by Henry van Cleef <vancleef@netcom.com>
 78) Re: Electronic T/R switches - alternatives
	by Ken Gordon <keng@uidaho.edu>
 79) Re: Heathkit SB/HW AM filters
	by Ken Gordon <keng@uidaho.edu>
 80) Re: What's a Navy GP-7?
	by Ho4bart <Ho4bart@aol.com>
 81) Weird item of the week...
	by "Lawrence R. Ware" <lrware@pipeline.com>
 82) Gear, Manuals, Books FS
	by don merz <71333.144@compuserve.com>
 83) weird item of the week (part2)
	by "Lawrence R. Ware" <lrware@pipeline.com>
 84) Re: AR-88 Users?
	by Dick Dillman <ddillman@igc.apc.org>
 85) FS:  BC 639A VHF Receiver
	by Mark Hovda <hovda@fyiowa.infi.net>
 86) Re: What's a Navy GP-7?
	by "Joseph W. Pinner" <kc5ijd@sprintmail.com>
 87) HRO-50 case FT
	by gcr2@po.CWRU.Edu (George C. Rybicki)
 88) Re: What's a Navy GP-7?
	by William Donzelli <william@ans.net>
 89) Saturday at Timonium
	by Paul Bernhardt <bern@ppdu.nrl.navy.mil>
 90) old schematic
	by w1nml@juno.com
 91) kb5wwo: Heath Items FS
	by kb5wwo@juno.com (George T Folse)
 92) Mackay 3010 RX history (long)
	by Doug Hall <kf4kl@ipass.net>
 93) 11 pin plugs available
	by wally@mindy.sys.sdl.usu.edu (Wally Gibbons)
 94) Looking for Zeus!!!
	by "Robert S. Ross" <radiorob@serix.com>
 95) Re: What's a Navy GP-7?
	by Ho4bart <Ho4bart@aol.com>
 96) Re: Heathkit SB/HW AM filters
	by John Kolb <jlkolb@cts.com>
 97) Re: Sugar Baker Mayhem
	by John Kolb <jlkolb@cts.com>
 98) Re: Mackay 3010 RX history
	by Ho4bart <Ho4bart@aol.com>
 99) Re: Mackay 3010 RX history
	by Sandy W5TVW <ebjr@worldnet.att.net>
100) Re: Mackay 3010 RX history
	by Al Klase <skywaves@bw.webex.net>
101) FS BC-442-A  ant relay unit
	by John Russo <jprusso@acsu.buffalo.edu>

----------------------------------------------------------------------

Date: Fri, 27 Mar 1998 21:21:59 +2400
From: Bill Jarvis <B.H.Jarvis@hw.ac.uk>
To: boatanchors <boatanchors@theporch.com>
Subject: Seeking "Pilot" (Mariner) contacts
Message-ID: <199803272121.WAA03377@punt2.hw.ac.uk>

OK, domestic receivers - but surely strictly BA? Can anyone please point
me to info about the manufacturers "PILOT" (Mariner trade mark)? And the
makers of Livingston electronic organs, come to that? (Probably not
related but the organ I'm trying to modify would make a splendid anchor,
not just for sky pilots...)

Thanks for the bandwidth!

============   =====   =====   BILL  J.   =====   =====   ============
GM8APX, qthr                                   EDINBURGH, SCOTLAND, UK

Hannibal, cum victoria posset uti frui maluit

Net-Tamer V 1.10  - Registered


------------------------------
Message-Id: <199803272341.PAA12099@shell.wco.com>
From: "larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Heathkit SB/HW AM filters
Date: Fri, 27 Mar 1998 15:36:21 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Re: SB-300 et al reciving AM.

Theres no "system " to it.. put the filter in it and away it goes.. turning
the switch to Am turns off the BFO and selects the  AM filter...

HW/SB transciever versions can be modified by putting the AM filter in SSB
or CW slot and wiring the function switch to disable the BFO.. which is
what the SB-300/301/303 does in AM .

BA is as good a place to look as any for the filter... BTW... there is a
slightly wider  AM filter made for the shortwave version of the sb
300/301... that reciever is quite rare.. but always has the  am filter in
it.. about the only way to get the filter unless you are lucky is to buy a
rig with the filter in it.. rape out the filter and resell  it as a ssb/cw 
rig...most folks dont notice or care.. as the Am filter was am option
anyway.

Also the am filter for the sb-303 is electrically the same.. but the
mechanics of mounting are different... 
holes and poles in different spots.

I wouldnt let that stop me for a moment...as wonders can be done with short
jumpers and a little double sided 3M tape or self adhesive velco.. or even
silicone rubber

There is no provision for am transmit in any of the hw/sb series , but you
can unbalance the balanced modulator pot and whail away if you want.  limit
your carrier to about 25 watts max if you try this.  

I hope that helps...45 to 90 bucks used to be the going rate   for  these 
6  filters.
 The sw version is 7.5 if memory serves,  never seen one that wasn't
grafted to its reciever.
Have seen those recievers for $ 90 tp $ 125 with all three filters.. not
bad for a collectable radio and  desirable filters too.

6kc is pretty tight as the skirts are still very steep.. so you are
listening to 3kc audio give  or take..decidedly not HI-Fi..but good for
tight band condx.

Better maybe .. about 1995 or 96 i saw an article about these little solid
state if filters you could get in almost any banwidth.. and they were
impedence insensitive, no insertion loss..were.an ideal replacemnt for xtal
filters.. and cost about $ 40.. made up in the Pacifi Northwest some
place... try the web index for ER article about them.

I would go that route i think...and get about an 8KC filter if you cant
find the heath/knight originals



Hope that helps

Larry W6WUH



------------------------------
Message-ID: <00f701bd59e0$5e00d0a0$09865aa5@Pzellmer.raccoon.com>
From: "Jim Zellmer" <zellmer@raccoon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Condensation Warning
Date: Fri, 27 Mar 1998 18:28:00 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

That's one of the advantages of old Hallicrafters which often have a dammp
chaser wire wound resistor under the chassis.

73 ES GOD BLESS U ES URS

Jim Zellmer   KA0VSL

------------------------------
Mime-Version: 1.0
Date: Fri, 27 Mar 1998 18:32:13 -0800
Message-ID: <000546E5.1914@svlima.sv.sc.philips.com>
From: Brian.Harris@sv.sc.philips.com (Brian Harris)
Subject: Eimac info
To: Old Tube Radios <boatanchors@theporch.com>
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit
Content-Description: cc:Mail note part

Any Eimac experts out there?  If so, I would like to find out if a socket 
designed for an 8161/3CX2500A3 will fit a 3CX3000A7.  If it won't, I would be 
willing to trade the latter for the former.  Thanks for listening.

Brian

------------------------------
Date: Fri, 27 Mar 1998 19:45:14 -0500 (EST)
From: JD Delancy <k1zat@dsport.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Virginia haunts?
Message-ID: <Pine.GSO.3.95.980327194334.12727A-100000@puff>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Bob

On Fri, 27 Mar 1998, Bob Roehrig wrote:
> Any good radio places of interest near Manassas, VA?

I cant tell you about Manassas, but if you're in the
area 28-29 Mar, the Timonium Hamfest north of Baltimore MD
should be loaded with BA's.

   jd

------------------------------
Date: Fri, 27 Mar 1998 19:50:28 -0500 (EST)
From: JD Delancy <k1zat@dsport.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Boatanchor meeting at Timonium Md. hamfest
Message-ID: <Pine.GSO.3.95.980327194714.12727B-100000@puff>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

William

On Fri, 27 Mar 1998, William Donzelli wrote:
> Is that this weekend? Cripes!!!

Yupe

> If so, how does one get there from the New York area?

Timonium is on I-83 north of Baltimore.  Since you didnt
say what part of NY, one can speculate of the many routes
thru Jersey and PA.

   jd

------------------------------
Message-ID: <351C4E55.4771906E@gomontana.com>
Date: Fri, 27 Mar 1998 18:11:49 -0700
From: Kevin Gallagher <wire2liv@gomontana.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: BOATANCHORS digest 1988
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Larry, I'de be looking for , and am looking for, the following. 7077,
7586,8058,7587! Take care, Kevin   P.S. This is in regard to your
nuvistors.

------------------------------
Message-ID: <351C4EC0.6E210B0A@gomontana.com>
Date: Fri, 27 Mar 1998 18:13:36 -0700
From: Kevin Gallagher <wire2liv@gomontana.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Larry's nuvistors
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Sorry, list. Kevin

------------------------------
Date: Fri, 27 Mar 1998 21:33:50 -0500
From: Brian Bjerkelund <brianbj@compuserve.com>
Subject: Lafayette KT-200
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199803272134_MC2-3837-97EB@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Hi Gang:

Well, I've done it again.......acquired a KT-200, cute as a bug but also
deader than a clam.  Need manual, schematic, voltage/resistance tables,
alignment info, whatever.  This is one that W7FG doesn't have in their ne=
w
catalog.

Can anyone help; any Lafayettephiles out there??

Thanks and 73,

Brian, K7AIS (getting crowded here)

------------------------------
Date: Fri, 27 Mar 1998 18:45:21 -0800 (PST)
Message-Id: <2.2.16.19980327184244.468f38e4@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: As Seen on TV


The AR-88LF arrived this week and, with considerable sweat and the help of
friends, was placed in its position of honor on the operating bench.  As if
to commemorate this event Friday's episode of "Wings" on the Discovery
Channel had a shot of a WWII British intercept operator tuning what appeared
to be the very receiver before me as I type, even including a S meter.  As a
final touch he called in his report on a British field phone - which I also
have!  Thus it appears I'm ready to intercept any Enigma transmissions that
may come my way.

And speaking of Enigma, I got to stop my the National Cryptologic Museum in
Washington on my recent trip (thanks to all who provided directions).  It's
certainly worth a special trip for anyone interested in cryptology and the
hardware that goes with it.

73,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Message-Id: <199803280350.VAA07328@smtp2.mailsrvcs.net>
From: "Grant Youngman" <nq5t@gte.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Fri, 27 Mar 1998 21:52:50 -0500
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: Re: Collins Touch-up Paint


> 
> You can reach Robert at 1-800-372-4287 or see his Web Site at
> http://www.access.com.net/~kk5hy/r&r.html
> 


I've been unable to get to the R&R Designs  website for some time.  
Neither ...access.net nor ... access.com work, and there's an older 
domain which is also dead.  Can anyone verify a correct URL for R&R?

Thanks ... Grant

-----------------------------------
Grant Youngman / NQ5T

nq5t@gte.net
BA pics at http://home1.gte.net/nq5t
Double Oak, TX -- nr Dallas

------------------------------
Date: Fri, 27 Mar 1998 23:42:30 -0500 (EST)
Message-Id: <1.5.4.16.19980327114421.2bef3fc6@pop.mindspring.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: "David L. Thompson" <thompson@mindspring.com>
Subject: Looking for Collins KWT-6 docs

There is a ham near me in the Atlanta area that has been looking for KWT-6
documentation for some time.  He has most of the KWT-6 but needs the system
layout and perhaps manuals to get it all working together.  If you can help
with either originals or copies please drop me an e-mail with your phone
number and George will call you directly.

Thanks

Dave K4JRB
thompson@mindspring.com

------------------------------
Message-ID: <351C85B7.B5091211@txdirect.net>
Date: Fri, 27 Mar 1998 23:08:07 -0600
From: "William B. Ross" <billross@txdirect.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Classic Navy Boatanchor FS TCK7
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

This Navy TCK-7 transmitter (commonly referred to by Old Timers as the
"Bear cat" complete with power supplies and manual is offered for pick
up only South Central Texas area.

    Transmitter utilizes 2 ea. 813 amplifier tubes in final, stands
4-1/2 ft. tall and 30 in. wide and has a built in VFO with multiband
digital readout.  Unit was on the air up to 10 years ago when the
original owner became a silent key.  Should be easily made operational
again with the repair of three to four interconnecting cables that were
cut to move it.  Black crinkle finish is beginning to flake off aluminum
case but it is undented and square.  Classic Navy equipment (this means
heavy enough to perform dual duty as communication equipment and
ballast):-)  Asking $500 for pick up in San Antonio.  Unit available for
viewing (sale) at Belton Swap Fest of April 17.

    Interested parties may contact me direct via Email or via Telephone
evenings at (210) 653-3413.

    Bill Ross K5LLK

------------------------------
Date: Fri, 27 Mar 1998 21:39:01 -0800 (PST)
From: John Kolb <jlkolb@cts.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Heathkit SB/HW AM filters
Message-ID: <Pine.SCO.3.91.980327213423.21143B-100000@sd.cts.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Fri, 27 Mar 1998, larry wrote:

> Re: SB-300 et al reciving AM.
> 
> BA is as good a place to look as any for the filter... BTW... there is a
> slightly wider  AM filter made for the shortwave version of the sb
> 300/301... that reciever is quite rare.. but always has the  am filter in
> it.

Sounds like a real waste of a SB-310 or 313 to junk the rx just to 
get the filter. 

The AM filter sold with the SB-310 was 5 kHz wide - the optional filter
for the 300/301 was 3.75 kHz. A useful mod for the SWL rx was to replace
or add the optional ham AM filter.

> Better maybe .. about 1995 or 96 i saw an article about these little solid
> state if filters you could get in almost any banwidth.. and they were
> impedence insensitive, no insertion loss..were.an ideal replacemnt for xtal
> filters.. and cost about $ 40.. made up in the Pacifi Northwest some
> place... try the web index for ER article about them.
> 
Sounds like you are talking about a line of 455 kHz creamic filters -
won't work in the 300/301/310, which are 3395 kHz as I recall.

John  KK6IL  jlkolb@cts.com

------------------------------
Date: Fri, 27 Mar 1998 21:53:21 -0800 (PST)
From: Ken Gordon <keng@uidaho.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Heathkit SB/HW AM filters
Message-ID: <Pine.BSF.3.95.980327215108.7252B-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> > 
> Sounds like you are talking about a line of 455 kHz creamic filters -
> won't work in the 300/301/310, which are 3395 kHz as I recall.

I ***think*** you both are talking about the Kiwa filter blocks. Dallas
Lankford or an aquaintance of his put three of them in an SP-600 and an
S-46.

Kiwa has a web page at www.wolfe.net/~kiwa/

Ken W7EKB

------------------------------
Date: Sat, 28 Mar 1998 00:14:43 -0600 (CST)
From: Don Reaves <dr@cei.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS: BC-611 test set
Message-ID: <Pine.LNX.3.91.980328000820.10143A-100000@kc5jh.reaves.net>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

If you are a BC-611 user, this is for you!

TS-822/U Test Set for BC-611.  Could this be the father of the Motorola
commercial radio test set?  Made by Precision Associates, Inc., order
3597-PH-52. Two tubes, 3S4 and 1T4, for testing the BC-611.  Pierce
oscillator for checking crystal activity, audio osc. at 1000 cycles for
testing modulation.  Mike and earpiece.  With umbilica cord and connector
for attachment to the BC-611 under test.  Excellent to good condition,
with knobs, meter, cover, wonderful aroma.  Green canvas carrying strap,
grey metal box. Instructions and schematic inside. $25 + 15 pounds
shipping.  Trades and offers welcome. 



Don Reaves                            WA5BBS              
46 Arbor Oaks Drive                   AMI 1027    CCA 378
N. Little Rock AR 72120               ARRL Life Member
dr@cei.net                            R-390 list manager

------------------------------
Message-Id: <199803280716.HAA83522@out1.ibm.net>
From: "Scott Alfter" <salfter@ibm.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Need help with some European tube types...
Date: Sat, 28 Mar 1998 08:12:07 +0100

Thanx to everybody who sent info regarding my newest "acquisition."  It's a
most impressive beast on the inside (how's a 6x9 woofer and what appear to
be dual piezo tweeters grab you?) and will be a njce addition to the
collection once it's been cleaned up a bit.

Scott Alfter (salfter@delphi.com)
http://people.delphi.com/salfter


------------------------------
Date: Sat, 28 Mar 1998 06:16:58 -0500 (EST)
From: Sandra L Knepper <slkst29+@pitt.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: owner-boatanchors@theporch.com
Subject: Re: Collins Touch-up Paint
Message-ID: <Pine.GSO.3.96L.980328061500.27733G-100000@unixs4.cis.pitt.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

The URL address that I gave for R&R Designs was incorrect, please note:

http://www.accesscom.net/~kk5hy/r&r.html

However, I have contacted Robert to inform that his website cannot be
accessed - more later.

His e-mail address is rehummel@aol.com

Thank you.

Dave, W3BJZ
Publisher of the Collins Journal

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Sat, 28 Mar 1998 07:17:09 CST
Subject: Re: WTD: Amphenol ocyal socket
Message-ID: <19980328.072352.3478.1.jackiv@juno.com>
From: jackiv@juno.com (John M Iverson)

look in the Grainger cata logue, or other relay suppliers for octal relay
sockets.
Jack Iverson    K0EWU    jackiv@juno.com

On Fri, 27 Mar 1998 19:38:10 +0000 Sandy W5TVW <ebjr@worldnet.att.net>
writes:
>        Hello Gang,
>
>        Looking for two or three Amphenol 146-103 surface mounting
>octal sockets.  These are the clumsy looking ones with the screw 
>terminals
>(4 per side).  Anybody have any of these out there?  I think General 
>Radio
>also made some similar ones.
>73,
>
>
>E. V. Sandy Blaize, W5TVW
>"Boat Anchors collected, restored, repaired, traded and used!"
>417 Ridgewood Drive
>Metairie, LA., 70001
>
>**860 Hartley 'ECO' construction "on hold"****
>*** Looking for a TRC-10 transceiver ******
>*** Looking for an RAL receiver ***********
>
>

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]

------------------------------
From: "Steve Hill" <SHILL@onaustralia.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: help with Eddystone receiver needed
Date: Sat, 28 Mar 1998 23:27:57 +1000
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit
Message-Id: <13331259594648@onaustralia.com.au>

Hi Guys,

I picked up a real challenge on Friday nite, and theres no
way I'll have a chance of sucess without you guys helping.
Its an Eddystone reciever. I don't even know what model it
is. 

Its in a metal box with black crinkle finish paint.
The box is 17x 9.5 x 9.5 inches.
It has a lift up lid, with the eddystone insignia inside

On the front panel, at the left there us the main tuning control,
calibrated from 0 to 180 degrees. under this control there is a
small trimming cap control, a hole, and a pot. I dont know what
went in the hole, perhaps a switch. On the right hand side there
is the speaker, 6 inch diameter. The actual chassis only occupies
the left hand part of the cabinet. It has 5 pin plug in coils.
There are four tubes, the line up is VS24K, HL2K, HL2, PEN220.
I don't know what the HT voltage is and I don't know anything about
these tubes.

I have no tech info on the radio, only a schematic.
The chassis is gutted, just the tuning mechanism and capacitor,
 a trimmer cap, plug in coil socket, plug in coils, thats it!


I need, to ID this radio, find some tech info, find the essential parts
such as valve bases, transformers etc...

Cmon guys, this project is doomed without your help.

Cheers
----------------------------------------------------------------------------
---
Steve Hill             VK4CZT
<SHILL@onaustralia.com.au>
<http://www.users.bigpond.com/SHILL>
39 Banbury St.
Carina. 4152.
Brisbane. Australia.

------------------------------
Message-Id: <199803281352.IAA07870@mail1.nai.net>
From: "Larry Bearse" <lbearse@mail1.nai.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need GRC-9 power supply
Date: Sat, 28 Mar 1998 08:46:11 -0500
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

I am want to finally get my RT77/GRC-9 going, but lack a power supply.
Anyone got a spare out there? .........Thanks......Larry WA1LGQ

------------------------------
Message-ID: <351CFFD7.3625@together.net>
Date: Sat, 28 Mar 1998 08:49:11 -0500
From: Charles Copp <kerncopp@together.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Condensation problems:
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I have new Damp Chasers to keep your boat anchors dry in the humid
weather coming up.  They use 120 volts.  Asking $10 each and that
includs shipping in the CONUS.

Charlie

------------------------------
Message-Id: <3.0.1.32.19980328083140.0068d968@a.crl.com>
Date: Sat, 28 Mar 1998 08:31:40 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Phil Mills <pmills@a.crl.com>
Subject: dial light parts needed
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Well, it finally dawned on me that the two loose wires near the meter
in my R-388 went to the missing dial lights.  So, I am in need of two
of those socket assemblies that hold #47 dial lamps and have the clip
of bent metal that slides over the edge of a metal bracket.  These are
common enough....a lot of receivers and transmitters use them.  
Has anyone got two they can part with?

thanks & 73,
Phil


Phil Mills	AB5TH
pmills@a.crl.com
Friendswood, TX

------------------------------
Message-Id: <3.0.32.19980328084851.007ddc80@mail.wt.net>
Date: Sat, 28 Mar 1998 08:48:57 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "Benjamin D. Hall" <kd5byb@WT.NET>
Subject: Halli SX-24 matching transmitter?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Greetings all - I was contacted by Sean (KD6CUB), e-mail:
slag@elpasonet.net.  He was curious to know what the matching transmitter
was for the Hallicrafters SX-24.  I told him I didn't know, but would ask
the experts!  Owning an SX-24, I'm curious to know myself...

Thanks and 73,
Ben

---
Benjamin D. Hall, KD5BYB, Engine and radio collector / operator.
Located in Houston, Texas, USA.
e-mail:  kd5byb@WT.net, web:  ***down for refurbishment***
"An ye harm none, do what ye will."

------------------------------
Date: Sat, 28 Mar 1998 06:45:51 -0800 (PST)
From: "N. West" <ninaw@u.washington.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Old Navy Frequencies (RAK-5)
Message-ID: <Pine.A41.3.96a.980328063351.14520B-100000@dante21.u.washington.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Interesting discussion on harmonically related USN frequencies.  For
comparison here are the markings on my RAK-5 VLF/LF receiver:

NPM	26.1
"	56
"	16.68
	104
	393
distress500
"	440

Not harmonically related, but some odd numbers like 26.1 and 16.68.  Could
there be a logical explanation for this? Transmit antenna tuning?
Alexanderson alternator 3 speed gearshift ratios?
Thanks,
Fred Powell
c/o
ninaw@u.washington.edu


------------------------------
Message-ID: <351D1C50.57F8@pacbell.net>
Date: Sat, 28 Mar 1998 07:50:40 -0800
From: "Rudolf H. Salomon" <rhs@pacbell.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: USCG COMMSTA PIX
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

VERY EXCELENT series of pictures showing old and new radio gear
(Collins, National, Harris) in various communications stations, S.F.,
Long Beach, Boston, during the 50s and the 90s.

http://www.navcen.uscg.mil/marcomms/cgcomms/cgimages/

73 de Rudy Salomon - KD6NRQ

------------------------------
From: "Larry Johnson" <k5yf@wt.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Halli SX-24 matching transmitter?
Date: Sat, 28 Mar 1998 15:58:41 -0000
Message-ID: <01bd5a62$611b0ee0$0515ecd0@k5yf.wt.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I don't know if it was designed to be the "matching transmitter", but the
HT-9 was made about the same time, and has a similar look to the cabinet,
knobs, and meters.

Larry Johnson, K5YF
Houston, Texas  USA
e-mail: k5yf@wt.net


-----Original Message-----
From: Benjamin D. Hall <kd5byb@WT.NET>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Saturday, March 28, 1998 2:52 PM
Subject: Halli SX-24 matching transmitter?


Greetings all - I was contacted by Sean (KD6CUB), e-mail:
slag@elpasonet.net.  He was curious to know what the matching transmitter
was for the Hallicrafters SX-24.  I told him I didn't know, but would ask
the experts!  Owning an SX-24, I'm curious to know myself...

Thanks and 73,
Ben

---
Benjamin D. Hall, KD5BYB, Engine and radio collector / operator.
Located in Houston, Texas, USA.
e-mail:  kd5byb@WT.net, web:  ***down for refurbishment***
"An ye harm none, do what ye will."

------------------------------
Date: Sat, 28 Mar 1998 11:42:41 -0500 (EST)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: USCG COMMSTA PIX
Message-Id: <Pine.GSO.3.96.980328114009.26618B-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> http://www.navcen.uscg.mil/marcomms/cgcomms/cgimages/

Look at NMQ-58.JPG. Does anyone know anything about that rackmount control
unit the man is operating (the bottom black unit in the rack)? I have one
of those things kicking around my parent's place. 

William Donzelli
william@ans.net

------------------------------
From: lists@vatoweb.com
Message-ID: <351CC487.E76181CA@vatoweb.com>
Date: Sat, 28 Mar 1998 02:36:07 -0700
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Collins Touch-up Paint
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

This address seems to work:

http://www.geocities.com/ResearchTriangle/Lab/4513/rr.html





Justin



Sandra L Knepper wrote:
> 
> The URL address that I gave for R&R Designs was incorrect, please note:
> 
> http://www.accesscom.net/~kk5hy/r&r.html
> 
> However, I have contacted Robert to inform that his website cannot be
> accessed - more later.
> 
> His e-mail address is rehummel@aol.com
> 
> Thank you.
> 
> Dave, W3BJZ
> Publisher of the Collins Journal

------------------------------
Message-Id: <199803281715.LAA04266@jackatak.theporch.com>
From: listown@jackatak.theporch.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Posting Admin Requests
Date: Sat, 28 Mar 98 11:15:00 CST

Gang-

Please accept this periodic posting as it is intended:
A suggestion that will help everyone on the list...

If there is a problem with your email, i.e., the list suddenly stops coming
to you, or if you have problems with someone else's mail, PLEASE address
any questions to, and seek help from:

listown@jackatak.theporch.com

There is really no one on the list who can help you with a problem,
and if I don't happen to see your post, nothing will happen, except
you may irritate the other list members... needlessly.

This is *especially* true of the "XXXX YYYYY your mail is bouncing, please
send me a good address"

If your mail to this person is bouncing, in all likelihood, either you
have the address a bit wrong, or s/he isn't receiving mail from ANYWHERE
*especially* not from the list, which is delivered as "Bulk!"

Treat the list as a symposium.
In such an environment, with many folks attending who have paid to be
here, it is unlikely you would take up the symposium's resources to
solve an individual problem with your seating...

So, if you encounter a problem, PLEASE remember to send your questions
to me, the one person who can help, at:

listown@jackatak.theporch.com

Thanks for your attention
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - -
 listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"

------------------------------
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Sandy W5TVW <ebjr@worldnet.att.net>
Subject: FS: Misc. stuff..
Date: Sat, 28 Mar 1998 17:18:51 +0000
Message-ID: <19980328171848.AAA18064@LOCALNAME>

        Here's some stuff I need to clear out:

Scientific Radio Model SR-210M SSB transceiver, looks complete
a "pull out" for later solid state gear. For 115 VAC operation.
Untested. $35.

BC-453 Command receiver, missing tube cover, front panel
"blank" module at bottom of panel, and dynamotor.  Untested.
$20

Bogen 100 watt amplifier, less tubes (uses 8417's?)
dirty, untested.  $15

More to follow.  Buyer pays shipping and packing costs.

73,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive
Metairie, LA., 70001

**860 Hartley 'ECO' construction "on hold"****
*** Looking for a TRC-10 transceiver ******
*** Looking for an RAL receiver ***********

------------------------------
Message-Id: <199803281723.LAA14880@unlinfo2.unl.edu>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sat, 28 Mar 1998 11:27:17 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: daniel wright <djw@unlinfo.unl.edu>
Subject: B&W T/R Switch...am I dense??<yup!>

Greetings!

Through the good graces of Harold,W4PQW,I have obtained
a B&W model #380 TR switch. Problem is...I'm too dense
to figure out how to use it (No kidding!)....it has only
two SO-239 coneectors. One labeled "receiver' and one
labeled "antenna"...OK...I give up. How do you hook this
thing up to a transmitter AND receiver. Seems to me it's
gonna need another connection for the transmitter? Anybody
have any info on this device? See...I do have the courage
to display my ignorance in public!!! Thanks in advance,
I think..(;-> es

73 de Dan -- WA0JRD ..
djw@unlinfo.unl.edu
Lincoln,Nebraska




------------------------------
Date: Sat, 28 Mar 1998 12:25:26 -0500
From: don merz <71333.144@compuserve.com>
Subject: HRO 60 Avaialable
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199803281226_MC2-383E-2B56@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

I ran into one of the locals today, Joe Szabat, and he showed me an HRO-60 that
he picked up from an estate. It has the a,b,c,d & AD coils. The desktop cabinet
has very heavy nicotine stains on it and some deep scratches on the side. The
front panel looked good though. Anyway, he was going to ask $400 for it. I
told him I thought that was way too high and I expect he will negotiate on it.
If you are interested, DO NOT RESPOND TO THIS E-MAIL! Instead, call him
at 412-2647498. Good luck.

I have dealt with Joe before and he is okay. I doubt if he really knows
much about the HRO though as he is a BCB radio collector.

Caveat emptor!

73, Don

------------------------------
From: FRANKK6NL <FRANKK6NL@aol.com>
Message-ID: <83c60fdd.351d3599@aol.com>
Date: Sat, 28 Mar 1998 12:38:31 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re:Navy Freqs
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

Brought back memories.I was there.In WW2 all Navy Ships copied the Fox in its
entirety 24 hours a day. In the Pacific it was transmitted by NPM in Hawaii.
In the Atlantic it was NSS. Then there was a similar setup for SW Pac located
in Australia and known as the "Bells". The latter was copied by ships of the
Seventh Fleet ( MacArthur's "Navy"). The transmissions were made at 15-18 WPM
and copied manually. Practically all msgs were encoded-- the addresees in a
number letter code that the radioman supervisor of the watch decoded . The
text  was in five letter groups and decoded by the Communication Watch
Officer. Theoretically a ship was only responsible for those messages
addressed to them or their unit. However, there was a  lot of interesting
stuff going on and a lot more than that was decoded. The codes used changed at
very regular intervals. If a ship for some reason missed a portion of a
transmission one could usually get it by flashing light from another ship in
the formation. As mentioned transmissions were simultaneous on the frequencies
as mentioned. During the course of the day as propagation changed one moved
upward in frequency and as night came on down again. The radioman usually had
another rcvr  beside him with the next expected "best" frequency coming in on
it. I do not know why there was a harmonic relationship to the frequencies. It
may well have to do with crystals originally though few Navy HF transmitters
were crystal controlled.

Press was copied at about 30WPM once a day and published in the ship's
newspaper. That is the reason for that RAL freq entry. Rtty was not used at
all except near the end  of the war on a ship where the Press was embarked.
and then for Press purposes only.

Msgs sent from ships back to NPM were on other frequencies and were usually
only made by flag ships with  TF or TG commanders  on board .These were
retransmitted on Fox . In general all ships were under radio silence and not
allowed to transmit except such items as enemy contact reports. Most ships
during WW2 never had occasion to transsmit on HF.As a result Navy Radiomen
brought up in WW2 were very good receivers but miserable senders!!  I can
recall only two occasions my ships had to make a transmission to NPM. One was
a contact report at the time of Palau and the other when we sere sent off by
ourselves to send some typical TF traffic while the TF went the other way in
silence. That contact report was interesting -- it was sent "urgent" in plain
language and it was coming back on the Fox before we had completed its
sending.

Save that frequency card from that old RAL. It is truly a memento.

                               Frank


------------------------------
Date: Sat, 28 Mar 1998 12:36:37 -0500
From: don merz <71333.144@compuserve.com>
Subject: Fender 75
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199803281238_MC2-3834-8910@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

Can you direct me to the right place? I have a Fender amp head. It's a 
black face Model 75 that uses a pair of 6L6 tubes in the output. I have been
told this thing is a "collectable" but it is just a head and I need a complete
guitar amp. So I would like to either  get the matching speaker for this
of trade it for a modern, full-size Crate or Marshall or whatever amp.

Where, on the net, would I go to do that?

73, Don

------------------------------
Message-Id: <199803281803.KAA06888@mail-gw3.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Collins Touch-up Paint
Date: Sat, 28 Mar 1998 10:05:03 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

After having visited R&R's website a question occured to me.  Is there
anyone out there in BA land that makes silk screens for radio front panels
that were not made with etched lettering?  My Amelco 390A has a sloppily
done silk screen job and I have often thought of repalacing the panel with
an etched one.  Any thoughts?

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <3.0.1.32.19980328131139.00696704@postoffice.worldnet.att.net>
Date: Sat, 28 Mar 1998 13:11:39 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Tanton <n4xy@att.net>
Subject: Re: B&W T/R Switch...am I dense??<yup!>
Cc: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi Dan... you use a coaxial T connector right at the transmitter output...
the one side of the T (UHF-F) goes to the T/R Switch through as short a
cable as possible, and the other end of the T (also UHF-F) goes to the
antenna. The T-center (UHF-M) attaches to the Tx OUTPUT. On the T/R SW, one
connector is labeled: RECEIVER and the other is labeled: ANTENNA. The
latter goes to one side of the T, and the former (labeled 'RECEIVER' goes
where it sez: to the receiver.)

                                            To Tx
               
                                                |
   To ANTENNA >----------------[____]----------------< To T/R SW


P.S. You EVER decide to sell that B&W T/R SW, I collect T/R SW.

P.P.S. I don't actually use the connections shown above... for purely
esoteric reasons, I prefer to have my cables come straight back from the
rear of the Tx, not run parallel to its back... and so I add a
double-female barrel and a double -male barrel, and using the double female
at the T center connection tap off the T/R SW there. I then put the double
male on the back of the Tx, and connect one side (UHF-F) of the T to that,
connecting the other side of the T to the antenna-or whatever. But it
sounds more complicated, so I figured I'd better present the simpler
version first... and in truth, every connector has SOME loss, so "my" way
is slightly lossier than the first part.
73    
__________________________________________________________
Ed Tanton   N4XY		                      EMAIL: n4xy@att.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
INTERESTS:   QRP     BoatAnchors   Test Equipment     Photography
CW: 99.9%             Mercury Paddle # 0214          QRP to 150W: 95%
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------
Message-Id: <3.0.5.32.19980328121618.007b3700@mail1.telalink.net>
Date: Sat, 28 Mar 1998 12:16:18 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <badger@telalink.net>
Subject: Source for Batteries for ME297/USM-223 FET VOM?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Recently ran across a USM-223 fet VOM, but cannot find a
source for the 1.3 volt BA-1312/PXB1 batteries that it wants
6 of. Any suggestions? Fair Radio sells the meter, and probably
has some of the batteries, since they test the meters somehow,
but their reply was the usual ( these days ) all caps NOT AVAILABLE.

Nice high impedance meter for using on BA's, if I can find a way to
power it properly.

Help

TIA

Tom Norris
badger@telalink.net

------------------------------
Message-Id: <3.0.1.32.19980328132515.00aa0c78@postoffice.worldnet.att.net>
Date: Sat, 28 Mar 1998 13:25:15 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Tanton <n4xy@att.net>
Subject: Re: B&W T/R Switch...am I dense??<yup!>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

P.S. Dan... I didn't put that "<YUP!"> in the title of the message, and
didn't notice it 'til now... I hope it was you, expressing that feeling we
all sometimes get when something seems like it should seem obvious, but
isn't! I would never apply a label like that.
73    
__________________________________________________________
Ed Tanton   N4XY		                      EMAIL: n4xy@att.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
INTERESTS:   QRP     BoatAnchors   Test Equipment     Photography
CW: 99.9%             Mercury Paddle # 0214          QRP to 150W: 95%
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------
Message-ID: <351D4170.B7A53E0C@idirect.com>
Date: Sat, 28 Mar 1998 13:29:04 -0500
From: Jerry Proc <jproc@idirect.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Fender 75
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit



don merz wrote:

> Can you direct me to the right place? I have a Fender amp head.

Hi  Don,

Do you have access to the Web? If so, call up a search engine and type in 'guitar
amps' . I tried it using  'www.altavista.com' and it returns all kinds of sites
which deal in guitar amps. Its just a question of sifting through the search
results.

I was successful in locating a part for my BA tube amp using this method.



--

Regards,
Jerry Proc VE3FAB   jproc@idirect.com
Web:      www3.sympatico.ca/hrc/haida
HMCS HAIDA Naval Museum, Toronto Ontario

------------------------------
Date: Sat, 28 Mar 1998 10:52:18 -0800 (PST)
Message-Id: <2.2.16.19980328104941.462fc89a@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: Re: USCG COMMSTA PIX

At 11:42 AM 3/28/98 -0500, William Donzelli wrote:

>> http://www.navcen.uscg.mil/marcomms/cgcomms/cgimages/

*Great* stuff!

>Look at NMQ-58.JPG. Does anyone know anything about that rackmount control
>unit the man is operating (the bottom black unit in the rack)? I have one
>of those things kicking around my parent's place. 


And I'd like to know about the tape recorder at the top part of the rack.  I
occasionally see these at swap meets, although not recently I must admit.
Does anyone have details about them?

Regards,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Date: Sat, 28 Mar 1998 10:52:26 -0800 (PST)
Message-Id: <2.2.16.19980328104948.48471c9a@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: BC-611 Batteries
Cc: sv.rainbow.warrior@diala.greenpeace.org


During a recent visit from the east coast that snoopy sister of mine checked
out my freezer and found there a couple of BA-38 batteries for the WWII
BC-611 walkie-talkie.  Much to my surprise she informed me that most people
do not have such things in their freezers.  Imagine!  Anyway about a week
later someone on the list asked about batteries for older equipment so I
checked the BA-38s for the company that supplied them.  Bren-Tronics in...
wait for it... East Northport, the very town in which my sister lives!

Well, of course on my recent return visit to her we had to stop by
Bren-Tronics.  Tucked away in an industrial park and dealing exclusively in
batteries for obscure military equipment they don't exactly get much walk in
trade.  In fact even though I'd called in advance it was clear they didn't
know quite what to do with us when we arrived.  But in the end we had a very
nice chat with the president of the company and with the chief engineer.
They finally grasped the idea that I was a harmless radio collector and that
my sister looked after me to make sure I didn't toddle off into the weeds.

But the real reason for this message is this: Bren-Tronics is about to
remove the BA-38 from its product line!   Something about not getting much
call for them lately.  Hard to believe!  So what I'm thinking is that maybe
we could get together a final group order for BA-38s from among the BC-611
enthusiasts on the list.  They're not cheap - I remember paying maybe $38
for mine - but maybe we'd get a break for a quantity purchase.  I'm willing
to help coordinate the project if there's any interest.  Is there?

Regards,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Date: Sat, 28 Mar 1998 10:14:16 -0800 (PST)
Message-Id: <2.2.16.19980328101138.1a67c06c@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: FS: Manuals


Greetings, fellow enthusiasts.  At one of the most run down, disreputable,
non-radio flea markets that are on my weekend rounds I found today among the
used sox and broken appliances the manuals listed below which I hope will be
of use to some list members.  The moral?  "You never know".

So anyway, what we got here are manuals for three different pieces of
equipment, all published by Philco.  These are written in the form of
training manuals and include lectures and experiments for each item of
equipment.  While I've never seen this format before it appears they cover
each component of the equipment in detail with the relevant schematics.
They are in the original envelopes and include wall charts.  All are in very
good condition although there are some water stains on the wall charts of
one of them.  Here's what's available:

BC-640A & B - Dated 1949 - 50W, 100 - 156Mc AM transmitter 

BC-639A - Dated 1950 - 100 - 156Mc AM receiver

AN/TRC-1 through 1E radio set, AN/TRC-3 through 3E radio terminal set,
AN/TRC-4 through 4E radio relay set and AN/TRA-1 through 1C amplifier
equipment 70 - 99.9Mc FM radio relay equipment.  This is the one that has
slight water damage but is entirely useful.

$7 each plus priority mail shipping from San Francsico 94105.

Regards,

Dick






                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Message-Id: <199803281941.OAA27882@mail1.nai.net>
From: "Larry Bearse" <lbearse@mail1.nai.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Smith Meeker  model 175??
Date: Sat, 28 Mar 1998 14:28:46 -0500
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

There is local junk shop/flea market that has a few radio type items. One
of them is a Smith-Meeker Eng. Co. model #175 Marine Radio. It looks like
it runs on 115AC power and covers 1.6 to 7MC so it says. And has a
telephone type handset attached. Looks interesting, anyone know anything
about this beastie? I never heard of Smith-Meeker Co.
Thanks.......Larry WA1LGQ

------------------------------
Date: Sat, 28 Mar 1998 11:11:06 -0800 (PST)
Message-Id: <2.2.16.19980328110828.479f8f5a@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: Re: Collins Touch-up Paint

At 10:05 AM 3/28/98 -0800, Arden Allen wrote:

>After having visited R&R's website a question occured to me.  Is there
>anyone out there in BA land that makes silk screens for radio front panels
>that were not made with etched lettering?  My Amelco 390A has a sloppily
>done silk screen job and I have often thought of repalacing the panel with
>an etched one.  Any thoughts?

Rick Mish of Miltronix provided new silk screened panels for both my R-390A
and my CV-591A.  The results on both were excellent.  Since both these were
done as part of larger projects I'm not sure what the price would be for a
panel alone but I'm sure Rick would be willing to provide a quote.

Regards,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Date: Sat, 28 Mar 1998 14:55:20 -0500 (EST)
From: Sandra L Knepper <slkst29+@pitt.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: owner-boatanchors@theporch.com
Subject: Re: Collins Touch-up Paint
Message-ID: <Pine.GSO.3.96L.980328145331.12363B-100000@unixs4.cis.pitt.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

The correct URL address for R and R Designs is:

http://www.geocities.com/ResearchTriangle/Lab/4513/rr.html

Enjoy!

Robert has many other products - take your time to browse, you will be
pleasantly surprised.

Thanks.

Dave, W3BJZ
Publisher of the Collins Journal

------------------------------
Mime-Version: 1.0
Date: Sat, 28 Mar 1998 14:04:33 -0800
Message-ID: <00054BCE.1914@svlima.sv.sc.philips.com>
From: Brian.Harris@sv.sc.philips.com (Brian Harris)
Subject: Freebie
To: Old Tube Radios <boatanchors@theporch.com>
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit
Content-Description: cc:Mail note part

I have a CALIBRATION book for some kind of Heterodyne Frequency Meter.  It is 
marked CBLC-74028 and is Serial No. 151.  The covers are aluminum and there are 
34 pages of frequency information.  It's free to anyone that really needs it.  
I'll even pay for the postage.

Brian

------------------------------
Message-Id: <199803282122.NAA07583@shell.wco.com>
From: "larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Sugar Baker Mayhem
Date: Sat, 28 Mar 1998 13:17:35 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

picky picky...picky

i think you are right about those being 455 kc filters.. 
ceramic with some active amp.. not apliccable to the hw/sb series

as KK7DX says " I must have had gas and a dizzy spell at the same time"


as to destroying heath sw rcvrs .. i said no such thing.. and shame on you
for suggesting i did...

the xtals, and filters ( all of them) on all the sb/hw series are strictly
mix and match... and what ever a guy wants to do about swapping them around
is all part of the design flexabiltiy of the series.. not some psychoid
heresy

Here's another psychoid tip... when you need  a missing heterodyne
oscillator xtal...you can buy an SB400- or 401 transmitter  if it happens
to have the optional xtal pack installed...and get this... the transmitter
whn hooked up with the matching  reciver never uses those xtals.. the
heterodyne osc signal is supplied by thr reciever... so those xtals only
allowed the xmtr to work split band ( when was the last time you did that ?
!! ) or to work as a stand alone transmitter...something it would be good
at but whichis seldom done.







------------------------------
From: Ho4bart <Ho4bart@aol.com>
Message-ID: <34aecc4a.351d7206@aol.com>
Date: Sat, 28 Mar 1998 16:56:17 EST
To: Old Tube Radios <boatanchors@theporch.com>
Cc: john.a.lascala@boeing.com
Mime-Version: 1.0
Subject: Re: BC-611 Batteries
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

In a message dated 98-03-28 13:57:24 EST, ddillman@igc.apc.org writes:

>  Bren-Tronics is about to  remove the BA-38 from its product
> line!   Something about not  >getting much
>call for them lately.  Hard to believe!  So what I'm thinking is 
>that maybe  we could get together a final group order for BA-38s 
>from among the BC-611  enthusiasts on the list.  They're not cheap
>- I remember paying maybe $38  for mine - but maybe we'd get a
> break for a quantity purchase.

---at $38 for a disposable item this sounds to me like the worst of
all possible options. that's only my opinion, but i would think even
the crudest of  dc-dc converters with a filament transformer and 2 
transistors and some gell cells or other rechargables would be
preferable.
my friend who likes to operate these things out in the woods, i think
he said he builds his own batteries out of prc-25 batteries, that sound
right? i think he said even stacks of the cheapest Radio Shack batteries
work out allright. i don't know, i'll have to debrief him on this.
hue

------------------------------
Date: 	Sat, 28 Mar 1998 12:00:03 -1000
From: Jeffrey Herman <jeffreyh@hawaii.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Old Navy Frequencies (RAK-5)
Message-ID: <Pine.GSO.3.95q.980328114932.1077A-100000@uhunix5>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Sat, 28 Mar 1998, N. West wrote:

> Interesting discussion on harmonically related USN frequencies.  For
> comparison here are the markings on my RAK-5 VLF/LF receiver:
...
> 	393
> distress500
> "	440

I don't know about the VLF freq'ys, but 393 kc would be in the top
end of the coastal navigation beacon band. 440 and 500 are part
of the (old - boohoo) MF marine band. Everyone monitored 500 kc,
and when traffic needed to be passed, after initial contact on
500, the ship would move to his choice of 425, 454, 468, 480, or 
512 kc; the shore station would move to his FCC-assigned working
freq'y. At NMO, we had the above, 440 kc as our working freq'y,
so ships usually chose to xmit on 454 - that way they could
monitor their own xmissions (or maybe just their key-clicks!)
while listening to us. 
73,
Jeff KH2PZ / KH6

------------------------------
Date: 	Sat, 28 Mar 1998 12:08:43 -1000
From: Jeffrey Herman <jeffreyh@hawaii.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Books FS
Message-ID: <Pine.GSO.3.95q.980328120014.1077B-100000@uhunix5>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

VHF HANDBOOK FOR RADIO AMATEURS, by Brier and Orr, 1974, almost new
condition, $5.

ELECTRONIC CIRCUITBOOK 1 - PROJECT CONSTRUCTION, by Mims, pub'd by
H.W. Sams, 1976, $2 each (I have two of them).

COVERT INTELLIGENCE MANUAL - ELECTRONIC EAVESDROPPING TECHNIQUES
AND EQUIPMENT, by Jones, $1.

Special deal: Buy all four and I'll pay shipping.
Jeff KH2PZ / KH6

------------------------------
Message-ID: <351D84D1.EB96F2AF@kwom.com>
Date: Sat, 28 Mar 1998 18:16:34 -0500
From: "H. Dave meitzen" <dmeitzen@kwom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS: Collins 51J-4 
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I have for sale a 51J-4 in CCA very good condition. The unit is in a
standard Collins cabinet and has 2 filters. A standard 3.1 kc filter and
a K5OP designed filter using a Rockwell-Collins  2.7 Khz. P/N
526-9377-0000 "y" case filter. This filter gives about 20db additional
gain over the regular filter and really sounds good.  It really livens
up this old work horse. A repo manual for the 51J-4 is included and the
documentation I received on the filter is included. The only negative
thing is the Filter switch binds slightly. I have not taken the time to
sort out the problem.  This is a heavy puppy so plan on spending some
money on packing and shipping. est. ship and pack $80. Unit $700. You
can call me Wed. - Fri. at 615-782-7842. This is a very clean unit and
as all ways if you don't like it I will return your money.
Best Regards
Dave AA9TT



------------------------------
Message-Id: <199803290039.QAA15240@mail-gw2.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTB: Book
Date: Sat, 28 Mar 1998 16:40:02 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Lookin' for the ITT Reference Data for Radio Engineers (hope I have title
right).  Good useable shape OK.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-ID: <351D9C48.CA44A08B@idirect.com>
Date: Sat, 28 Mar 1998 19:56:41 -0500
From: Jerry Proc <jproc@idirect.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>,
        sv.rainbow.warrior@diala.greenpeace.org
Subject: Re: BC-611 Batteries
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Dick Dillman wrote:

> But the real reason for this message is this: Bren-Tronics is about to
> remove the BA-38 from its product line!

Hi Dick,

Your post inspired me to check my archives and I find references to a company
which makes power  adapters for BA equipment that requires batteries. I don't
know if the company is still in business  but I will pass on the address that I
have.

TNM Enterprises
PO Box 2330
Anaheim CA
92814-0330

No phone number or FAX is listed so its likely a 'basement' operation . From the
code at the bottom of the form, I would date this information in the April 1991
time period.


--

Regards,
Jerry Proc VE3FAB   jproc@idirect.com
Web:      www3.sympatico.ca/hrc/haida
HMCS HAIDA Naval Museum, Toronto Ontario



------------------------------
From: "Peter Ferrand" <petef@sprynet.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Old Tube Radios" <boatanchors@theporch.com>
Subject: Re: B&W T/R Switch...am I dense??<yup!>
Date: Sat, 28 Mar 1998 21:05:42 -0500
Message-ID: <01bd5ab7$2d442e80$05e666ce@SPRY409434>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


-----Original Message-----
From: Ed Tanton <n4xy@att.net>



>Hi Dan... you use a coaxial T connector right at the transmitter output...
>the one side of the T (UHF-F) goes to the T/R Switch through as short a
>cable as possible, and the other end of the T (also UHF-F) goes to the
>antenna. The T-center (UHF-M) attaches to the Tx OUTPUT. On the T/R SW, one
>connector is labeled: RECEIVER and the other is labeled: ANTENNA. The
>latter goes to one side of the T, and the former (labeled 'RECEIVER' goes
>where it sez: to the receiver.)



Hi Ed et al, this is correct and is what the manuals suggest. However it can
get more complicated since the more fortunate of us have several
transmitters, linears, and other accessories, and may not have separate T/R
switches and antennas for all.

There are two issues here that I know of: One, that t/r switches can act as
diodes and cause rectification-type EMI, and two, that the presence of the
transmitter's output network across the antenna leads to reduced signal
strength, a phenomenon known as suck-out.

My installations have generally placed the low pass filter right after the
t/r switch in order to catch any harmonics generated. This means that I have
to have the t/r (E.F. Johnson, in my case) after the monitor scope(s) VSWR
meters and switching for different transmitters. Monitor scopes and VSWR
meters have a way of sometimes generating EMI as well, but less so than t/r
switches.

There's another low-pass right at the output of each exciter. In the past
I've used the t/r to handle the linear outputs as well, which means
additional switching and physical distance, as some linears have built in
bypass and some don't.

I haven't experienced obvious suck-out issue but that may be due to the
overload protectors in the receive lines, or some other factor.

-Pete
WB2QLL
pete@vermontel.com

------------------------------
Date: Sat, 28 Mar 1998 20:34:36 -0600
Message-Id: <199803290234.UAA05775@linux.cottagesoft.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: W7FG <w7fgboat@w7fg.com>
Subject: WTB: SX-111 FACE PLATE

A friend is looking for the Glass face plate for a Hallicrafters SX-111,
with good frequency markings on it. 

One out there??

Gary
W7FG Vintage Manuals             We will provide Free Catalogs for 
3300 Wayside Drive               Handing out at Hamfests or Clubs.
Bartlesville, Ok. 74006
                                 Let us know how many,  where to 
Tel - 800-807-6146               Send them and when they need to be
    - 918-333-3754               in your hands.  
Http://www.w7fg.com                                      73's Gary

------------------------------
Message-Id: <1.5.4.32.19980329025317.0091ff28@mail.koyote.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sat, 28 Mar 1998 20:53:17 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: George Humphrey <gah@koyote.com>
Subject: WTD: Glass Face Plate for Hali S-38D

BAers,

Title pretty well says it, mine is in three pieces. Anyone have one
with good markings?

Please respond to gah@koyote.com

Thanks and
  73s  George  KC5WBV
     gah@koyote.com
"I wish I didn't know now 
  what I didn't know then"

------------------------------
Date: Sat, 28 Mar 1998 21:33:54 -0600 (CST)
Message-Id: <199803290333.VAA26360@mail.tds.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: John England <jengland@mail.tds.net>
Subject: QST 1955 Article

Hi:

Anyone on the boatanchors group have a copy of the 1955 QST they would sell.
If not to sell I would be happy to pay for a copy of the article on page 25
about modifying the 75A-2 and 75A-3 receivers.  I would also be interested
in anyone that might have info about a homebrew product detector that would
plug into the FM discriminator socket.  Thanks in advance guys I really
appreciate your help.

de John  K4RIG

------------------------------
Date: Sat, 28 Mar 1998 22:40:33 -0500 (EST)
Message-Id: <199803290340.WAA22339@earth.ipass.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Doug Hall <kf4kl@ipass.net>
Subject: Electronic T/R switches - alternatives

Hi gang,
   With the discussion about electronic T/R switches (B&W, Johnson, and
otherwise) I can't help throwing my $0.02 worth in. Several people have
already pointed out some of the shortcomings of these much coveted devices,
namely:

1. As Peter Ferrand mentioned, such T/R switches can act as diodes and cause
rectification-type EMI, so you really need a good low-pass filter on the
output. Granted, you probably should have one anyway, but still..

2. The PI network in your transmitter can indeed cause suck-out of the
signal in the receiver. The bandswitched T/R switches were an effort to
eliminate this problem.

3. The spotting signal from the transmitter is generally of insufficient
level to turn the switch off, so depending on the transmitter, a fairly
large signal can be fed into the receiver input. I doubt if any damage would
be done, but it can cause overload in the receiver and make spotting
difficult. I've seen this happen with a Ranger and Drake 2B using a Johnson
T/R switch.

4. The Johnson T/R switch gets hot as the devil. I've never used a B&W so I
don't know about that one.

To be honest, the only reason I ever bothered with one was so I could
operate full break-in CW. It does work well in that application, but for
manual changeover CW (as well as AM and SSB) you can save money (and hassle,
sometimes) by building a T/R switch with an inexpensive relay. Dow-keys are
nice, but their prices are getting silly as well, so you might as well build
your own. If you really want full break-in CW (and it certainly is nice),
consider that you can buy a good, used Jennings vacuum relay from Fair Radio
for around $35. It's small, quiet, and will handle a kilowatt at the keying
speeds most people are likely to run. I just reworked my old SB-200 with
one, and it runs QSK with the best of them now. So if you can't find (or
afford) an electronic T/R switch, there are good alternatives available for
less money.

73,
Doug Hall, KF4KL

------------------------------
Date: Sat, 28 Mar 1998 22:06:39 -0600 (CST)
From: Bill Hawkins <bill@iaxs.net>
Message-Id: <199803290406.WAA18497@citrus.iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Anything on Omega navigation system

Folks, I've grown interested in the radio navigation system known as
Omega that shut down last year.  Because it shut down, web resources
have dried up - like the Coast Guard site.  I found an Australian LF
site that listed the frequencys for 6 of the 8 stations, but that's
about it. Omega ran at VLF. The tuning element for one receiver is
a mechanical filter for about 10 KHz with a bandwidth of 40 cycles

Any leads appreciated (or books for sale), but it's not a topic for
this list.

Regards,
Bill Hawkins  bill@iaxs.net
Still looking for a WWVB receiver

------------------------------
From: Ho4bart <Ho4bart@aol.com>
Message-ID: <c2409eb0.351dcc67@aol.com>
Date: Sat, 28 Mar 1998 23:21:57 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: BC-611 Batteries
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

In a message dated 98-03-28 20:28:51 EST, 
jproc@idirect.com writes:


>  Hi Dick,  Your post inspired me to check my archives and
>I find references to a  company  which makes power  adapters
>for BA equipment that requires batteries. I don't  know if the company
>is still in business  but I will pass on the address that I have.

---hue wires this telegram: i knew i had something in my archives
and sure enuff i found a recent Popular Communications magazine
even tho it had crawled away and hid under another pile.

"Military Radios: easily made adapters....power up.....big new 96 
page manual of instructions, diagrams, use readily available batts
in PRC-6 and many more..... 
[ note: BC-611 is not referred to, you may want to inquire. ]
CRB Research, box 56, Commack NY 11725    
phone 516 543 9169. "

this is Tom Kneitel's operation which he began while he was editor
of Pop Comm, he stepped down in the last year for health reasons.

actually, what's so hard about taping a bunch of 9 volt batts together
soldering the tips or making a series connector out of 9 volt battery
snaps, and a couple D size rechargeables for the heaters? also, i 
recall years ago reading in CQ about a system for recharging dry
batteries that used reverse-charging current on the alternate half
cycles of a half wave rectifier, to the tune of something like 10% of
the ( forward, ) charging current, according to the article this helped to
bring the ( dry cell type ) cells up to a stronger charge.....

------------------------------
Message-Id: <3.0.1.32.19980328232344.00a1e2e8@postoffice.worldnet.att.net>
Date: Sat, 28 Mar 1998 23:23:44 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Tanton <n4xy@att.net>
Subject: B&W T/R Switch et al
Cc: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

But that wasn't really the question Peter... Dan simply wanted to know
(i.e.) why the B&W T/R Switch only had two terminals-instead of the 3 one
would think it should have.

I WAS remiss not to mention the LP Filters... with T/R Switches they are a
must, but after having an SB-200 take off and oscillate (pegging the plate
meter and non-fatally releasing a small quantity of smoke from the plate
choke-a fast hand hit the power switch!) with an EFJ T/R SW I once had, I
have been VERY cautious in using them around amps ever since. I think
clamp-on ferrites and that additional LPF right at the Tx might be a good
idea as well.

As for suckout, that same setup mentioned above was with a TS-820 and I had
an R4-B that I used the T/R switch to yield dual frequency receive. As long
as the rcvr and the xcvr were on the same band, it was fine... but degraded
rapidly as you tried to tune the rcvr away.

Still, I really like T/R Switches... if you observe the simple/or
not-so-simple precautions of LP filtering, and good short ground paths and
short cabling between the tx and the T/R SW, they work just fine, w/o a lot
of grief figuring out timing, or switching or whatever.

I have 3 kinds right now: several EF Johnsons, a couple of Dow Key TR-Ms, a
B&W 380-b, and a 4th kind on the way from Chris VE3NGW/W4 in FL: a NIB
Transtenna 102A ("built-in 30dB preselector; provides perfect receiver
muting; built in CW sidetone; monitored switching; band switched input and
output circuits from 6-80 meters;and handles full legal power... built in
1963 by Fichter Electronics of Cedar Grove, N.J.")

I think I remember seeing one or two other commercial T/R Switches over the
years (a KW level 
B & W w/3 connectors on it for one) and would love to hear about any others
anyone knows about.
73    
__________________________________________________________
Ed Tanton   N4XY		                      EMAIL: n4xy@att.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
INTERESTS:   QRP     BoatAnchors   Test Equipment     Photography
CW: 99.9%             Mercury Paddle # 0214          QRP to 150W: 95%
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------
Message-ID: <02fe01bd5acf$3ee3f9a0$318a3ece@default>
From: "Robert Nickels" <ranickel@mwci.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: A new Wrinkle
Date: Sat, 28 Mar 1998 22:57:07 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi All,

Simple old BA receivers are cool!   Got the little Hallicrafters 5T Sky
Buddy perking along like a million bucks...(well like a few hundred anyway).
Maybe it's because you can spin the dial on one of these five-tube wonders
and hear a gazillion signals that gives the illusion they are really
"hot"...

Anyway I'm going to repaint the two-piece steel cabinet as the original
black wrinkle finish is just too faded and scraped-up to do it justice.
And the worn lettering will be easy to replace with dry-transfers.

This will be my first experience with wrinkle-finish paint.   I've got a can
of GC Black Wrinkle that says to apply two fairly heavy coats at minimum
temperature of 75 deg. and 50% humidity. So it will be a couple of Northern
Illinois months before I'm able to paint!

Any pointers or suggestions?   Should I paint over the original finish or
strip it down to bare metal?  Since they don't mention a primer, I guess
this isn't advised.  Any advice will be appreciated!

Thanks and 73,

Bob W9RAN

------------------------------
Date: Sun, 29 Mar 1998 00:32:42 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Actually transmittin' again...
Message-ID: <Pine.SUN.3.96.980329001816.28216A-100000@indy3>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Hi!

   Well, I *finally* got back on the air, with the usual success (zilch);
but I did at least *hear* W5FRS, who never hears me, zippin' along
18wpm-ish with a W4, talking about an old Navy TX.  (And, far lower in the
band, a *fine* example of why keyers should not have a "ratio" knob: 25wpm
dits and 10wpm dahs, and all that to send "CQ CQ CQ VVVVVVV TEST!")
   Is it just me, or do the 'phone sigs sneak lower and lower every day?
At the perceived rate of travel, they'll be out of the bottom of the band
by May!  (I'll buy 'em a bus ticket to the SWBC band if they're in a
hurry).

   Went to the Colombus (IN) hamfest today, saw nothing especially BAish
in the way of rcvrs/xmtrs/etc. but I got there late.  Came home with a 20m
rig, but as the active devices in it do not light up, I will say no more. 
*Did* find a 6BG6G (an octal-base 807, or a 6L6 with a plate cap, take
your pick--isn't really either one but it is of the same family) and a
6C8G, a fine tube found in the wartime ARRL HB receivers; so it wasn't a
washout.

   And now it's off to Do Television, which entails drinking a lot of
coffee and attempting to be useful in the limited time available before we
have to turn the big rig back on; an interesting dilemma, as it's not
making any money to pay my wages when it is off, yet the most useful work
I do is done when the thing *is* off.  Sort of like "who shaves the
barber," y'know?

   73,
   --Bobbi

KB9GKX "RJ"  rbarmore@indy.net   Roberta J. (Bobbi) Barmore
            FISTS #3388 * ARRL * RSGB * WIA 
   Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys

------------------------------
Message-Id: <3.0.5.32.19980328225251.007de830@earthlink.net>
Date: Sat, 28 Mar 1998 22:52:51 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Jim Hill <jshillw6ivw@earthlink.net>
Subject: TRW Swap Meet - Crazy Day
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I had an unusual experience at the TRW Swap Meet today.

I made a few purchases and was carrying the items to my car when I
saw a rather "beat up" Johnson Ranger for sale. Sellers typically
ask somewhere around $200-$250 for a Ranger, too expensive for me
and I usually don't check price. This time I did, and the price
was $10. I've seen the seller before, and he doesn't give his
items away. I said "is it stripped?", and he said "open it up".
I repeated my question, he repeated his answer and handed me a
screwdriver. 

I opened it up, and it appeared to be complete. Judging from the
dust, It had been untouched for many years. I paid him the $10 and 
asked if I could leave until I took the other items to my car. He 
told me to put it on a piece of plywood on top of his truck bed, 
which I did. As I turned away to pick up my other purchases,
someone said...thanks for putting it here. I turned around, and
the person was rapidly walking away with the Ranger. I was totally
flabbergasted, and said "I bought that Ranger!". I heard the
seller say.. You leave it here and I'll sell it, or words to
that effect.

I turned around and asked him who owned it. Apparently, the 
person had set it down next to an adjacent trash can and walked
away. The seller had moved it about 12' to the items he was
selling, and I came by a few moments later. A nearby vendor
confirmed the story. The seller returned my $10.

Why did the person leave it at the trash can? I really wonder
what happened.   


------------------------------
Date: Sun, 29 Mar 1998 01:08:58 -0600 (CST)
From: Don Reaves <dr@cei.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: FS: BC-611 test set
Message-ID: <Pine.LNX.3.91.980329010247.11260C-100000@kc5jh.reaves.net>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> If you are a BC-611 user, this is for you!

WOW!  I have over a dozen requests for this test set.  Wish I had that
many for everyone to have one.  But I don't, so I'll put your names in the
hat (I will use a cap with a Motorola logo), get my wife to select one
tomorrow evening, and notify all who emailed me.  Thanks everyone. 

Don

------------------------------
Message-ID: <351E22F9.7237EDF4@gil.com.au>
Date: Sun, 29 Mar 1998 20:31:22 +1000
From: Dave Prince <davprin@gil.com.au>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Boatanchors <boatanchors@sco.theporch.com>
Subject: Re: Navy Freqs
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

FRANKK6NL wrote:

> Brought back memories.I was there.In WW2 all Navy Ships copied the Fox in its
> entirety 24 hours a day. In the Pacific it was transmitted by NPM in Hawaii.
> In the Atlantic it was NSS. Then there was a similar setup for SW Pac located
> in Australia and known as the "Bells". The latter was copied by ships of the
> Seventh Fleet ( MacArthur's "Navy").


G'day Frank and the BA Group,
                                                  Your mention of "Bells" prompted
me to get some information out and scan some pictures of the "Bells" transmitter.
I've placed the pics in my home pages as below. Just follow the pages through the
military radio section to the FEATURE Page.

Cheers all,
--
Dave Prince VK4KDP     Brisbane, Queensland, Australia
davprin@gil.com.au
http://www.gil.com.au/~davprin

Collector and restorer of Military Radio, Signalling Equipment and
 WW2 Canadian Military Pattern (CMP) Vehicles.


------------------------------
From: bgraham@tecnet1.jcte.jcs.mil
Message-Id: <199803291336.HAA16315@sco.theporch.com>
Date: Sun, 29 Mar 98 13:22:04 GMT
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Mime-Version: 1.0
Subject: Re: Heathkit SB/HW AM filters


In the sb301 that I have the builder or a previous owner
wired the existing ssb filter in at the am position.

The switch turns the vfo off at that position. Granted this is
not an ideal situation, but it does make tuning am a bit easier
than when doing it in ssb position and while there IS signal
strength loss it may be a feasible temporary solution until
you can find a filter, if you CAN find one.

the last time I tried on here and on the Heath lists one ws offered at $100
and nothing else.  I'm still in the market but not at that price.


Bill

N5LMX/DA1WG

------------------------------
Message-ID: <351E6070.8C27AE2F@kwom.com>
Date: Sun, 29 Mar 1998 09:53:36 -0500
From: "H. Dave meitzen" <dmeitzen@kwom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Looking for QST 5/76,12/76,2/78,12/79
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I am looking to fill in missing years. If you have the above let me know
cost and ship to Nashville. QST 5/76,12/76,2/78,12/79
Best Regards
Dave AA9TT

------------------------------
Date: Sun, 29 Mar 1998 07:22:28 -0800 (PST)
Message-Id: <2.2.16.19980329072233.1a677f76@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: AR-88 Users?


An AR-88LF has arrived here or, in Royal Canadian Air Force terms, a GR-17.
The radio is in pretty good shape and basically works.  But it will clearly
need a bit of work: it hums and the S-meter sits at about 3/4 scale.

I'd appreciate hearing from other AR-88 users who may have pointers about
the care, maintenance and alignment of this radio.  New filter condensers
seem called for, for example, but I'm not sure where to begin with the S-meter.

Best Regards,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Message-Id: <3.0.1.32.19980329115749.009bd020@postoffice.worldnet.att.net>
Date: Sun, 29 Mar 1998 11:57:49 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Tanton <n4xy@att.net>
Subject: Restoring Wrinkle Finishes
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

There was a posting on restoring wrinkle finishes... I thought I had
properly saved it but cannot now find that email. If anyone remembers
how/etc. I would appreciate a forward. Thanks.
73    
__________________________________________________________
Ed Tanton   N4XY		                      EMAIL: n4xy@att.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
INTERESTS:   QRP     BoatAnchors   Test Equipment     Photography
CW: 99.9%             Mercury Paddle # 0214          QRP to 150W: 95%
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------
From: JONWEINER <JONWEINER@aol.com>
Message-ID: <8625c3a0.351e8177@aol.com>
Date: Sun, 29 Mar 1998 12:14:29 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: FS: National NC-140
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

For sale National NC-140 receiver. Working and in very good to excellent
condition, complete with original manual.  Price $135., plus shipping.

Jon, K1VVC 

------------------------------
Date: Sun, 29 Mar 1998 12:42:09 -0500
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: RE: The Tube Surprise BA1986
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199803291242_MC2-3847-27E6@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Group,

I think that I'm as surprised as Dave was.  If he doesn't have enough HV
rectifiers and damper diodes to cover everyone's requirements, I probably=

do, and I was also trying to decide whether to waste time inventorying th=
em
or not, as virtually none of my boat anchors use them.  Mine all came fro=
m
Madison Electronics when I bought most of their remaining tubes back in
1994.  I'll match whatever pricing Dave set up (after he's moved all of
his).

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Date: Sun, 29 Mar 1998 12:42:24 -0500
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: What's a Navy GP-7?
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199803291242_MC2-3847-27EA@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Dave & Group,

Dave, the GP-7 is an LF/MF/HF aircraft transmitter made by Westinghouse,
not a receiver.  Ran off of 110V/800CPS AC.  Had plug in tuning units.  I=

know of several collectors with them.  The earliest manual that I have on=

the set is dated 06/27/40.  Generally replaced by the ATD or ATC
(AN/ART-13).

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Message-Id: <199803291746.MAA18374@camel7.mindspring.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sun, 29 Mar 1998 12:45:17 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@mindspring.com>
Subject: WTB:30's qst's

        Looking for "reader quality" QST's for 1934-40....
        Thanks for reading this,
        John

------------------------------
Message-Id: <199803291814.KAA28398@shell.wco.com>
From: "larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Farm animals living and dead
Date: Sun, 29 Mar 1998 10:09:45 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Re: my address obtained from BA for commercial spam by mat@ideal.aq

*******

>From time to time we send out important notices like this
letting you know about  farm animals 
we offer for sale
some living
some dead of dying

Since you have chosen to send unsolicited email 
in which I have no interest whatsoever
please send me your physical adress

so i can send various road kill wild animals via UPS C.O.D.for your
approval

you will find our rates for decaying road killed animals
to be among the lowest avaialble anywhere on the internet

We surely hope to serve all  your farm animal and  decaying road kill needs
in the future.

Sincerely ,

Vulture and Buthump ATTYs Abatoir LLP

Convenient Offices in Cayman Islands Switzerland, Las Vegas and New Jersey


***************************************



------------------------------
From: Henry van Cleef <vancleef@netcom.com>
Message-Id: <199803291835.KAA04758@netcom2.netcom.com>
Subject: Re: AR-88 Users?
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sun, 29 Mar 1998 11:35:30 -0700 (MST)
Cc: boatanchors@theporch.com
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit

As Dick Dillman discourses
> 
> 
> An AR-88LF has arrived here or, in Royal Canadian Air Force terms, a GR-17.
> The radio is in pretty good shape and basically works.  But it will clearly
> need a bit of work: it hums and the S-meter sits at about 3/4 scale.
> 
> I'd appreciate hearing from other AR-88 users who may have pointers about
> the care, maintenance and alignment of this radio.  New filter condensers
> seem called for, for example, but I'm not sure where to begin with the S-meter.
Don't have any comments on the AR-88 that are specific, but I will
comment in general on S-meter woes.  This applies to most S-meter
circcuits, whether they are the right-zero type used by Hallicrafters
or the left-zero type used by others.  Fortunately, there is a lot of
flexibility in these circuits, and all is not lost even if you have to
replace the meter with a substitute.  

First of all, is the meter movement OK?  Use an ohmmeter on its
HIGHEST 1.5 volt resistance scale to check.  Don't use a low-ohms
scale, as most VOM's put a lot of current through the probes on the
lower scales.  Meter movements here are typically 50-200 microamp,
800-200 ohms, needing about 250 millivolts across the terminals for
full-scale deflection.  I use a resistor box (everybody should have
one---just a box with a wafer switch that has a bunch of resistors to
switch in) in series with the ohmmeter.  You can quickly dope out the
meter sensitivity and resistance by use of ohms law.  The additional
resistance needed to take the meter from full scale deflection to half
scale is the internal resistance of the meter.  

Now, do yourself a favor and protect the meter.  Connect a pair of
1N400X diodes, one in each direction, across the meter terminals.  I
use 1N4005's, because I buy them in 100-paks from Mouser, but 1N4001's
are fine, as they never see much reverse bias.  They won't start
conducting until they see about 200% of meter current across the coil.
Some sets originally wired the ohmmeter in the last IF plate circuit,
so the terminals are elevated to B+ and have a lot of low impedance
oomph available----a fault or a dropped screwdriver can blow the meter
if it isn't protected.  I just saved a Boonton Q meter Q voltmeter by
doing this BEFORE I plugged the unit in for test---the voltmeter tube
was bad, slamming the meter against its stop.  

Most S-meters use either the plate or the cathode current of the last
IF to develop the DC for the meter.  Principles of operation are
simple: as AVC becomes active, it biases the tube to draw less plate
(and cathode) current.  Most IF tubes (6D6, 6SK7, 6BA6, etc.) operate
with around 9 ma. of plate current and 12 ma. of cathode current
(screen current on typical plain pentodes is roughly a third of plate
current---the tube manuals give typical values, but this ratio is
fairly constant for the tube) with zero AVC bias.  Check the value of
the cathode resistor, and the zero-signal DC bias level---a
high-drifted resistor will give too much initial bias, which looks
like AVC action and lowers set sensitivity.  Also check the initial
zero-signal voltage on the AVC line.  The -3 volt initial bias used in
the AA5 circuit, with 100 volts on the screen of the 12SK7 is the most
common setup, although some sets (National) use 70 volts on the IF
screen and several tubes (6SG7) work with 150 volts on the screen and
1.5 volts initial bias.  If you don't have voltage charts for the
radio (and even if you do----these are often inaccurate) do a bit of
ohm's law analysis to see what the designers intended these voltages
to be.  S-meter deflection on zero signal is a quick tip-off that
either initial bias is high or screen voltage is low for the design.

Now, if you've got to get into the S-meter circuit itself, take some
time and a fresh sheet of paper and find all the connections to the
meter.  Redraw these as a Wheatstone bridge.  Typically, there is a
fixed reference leg on one side with a zeroing pot in it, and a
variable leg on the other side connected to the tube circuit.  If the
meter is in the plate circuit, it is "grounded" to B+.  If in the
cathode circuit, the ground reference is ground.  The meter is hung
across the centers of the two legs, generally with a calibrating
resistor in series with the meter.  In some sets (Hallicrafters) you
will find that one of the four bridge legs has no resistor in it.  The
value of that leg is infinity.  The RME-69 circuit is a bit difficult
to follow, as it "walks" the reference voltage with the manual gain
voltage.   However, in all cases, you should be able to identify four
legs of a Wheatstone bridge with the meter sitting in the middle of
it, just like in the textbooks.  In the plate version S-meter circuit,
this bridge is in series with the IF transformer feed.  In the cathode
version, it is generally (the whole mesh) the cathode bias resistor
for the tube.  Remember that there is nothing but resistors in
this---the meter is one of the resistors in the mesh.  If reusing the
original S-meter, simply check the resistors for "resistor rot" and
replace as needed.  Also check for leaky bypass caps in the circuit,
and don't trust any postage stamp caps you find here.  

If you need to substitute another meter for the S-meter, then you'll
have some analysis work to do.  Yes, you can put a left-zero meter in
a circuit that originally used a right-zero meter.  Rework the bridge
circuit so that the bridge is balanced with the nominal plate or
cathode current, and gives positive current through the meter as
plate/cathode current goes down.  In the Hallicrafters setups, this
generally means adding a fourth resistor to the open leg and reversing
the meter connections.  Do your paper analysis so that the zeroing pot
gives about +/-10% range around balance, and so that the bridge
imbalance gives about 150% of meter current (don't neglect the effect
of meter resistance on this current) with 0 ma. in the plate/cathode
circuit.  This will allow you to add some resistance to the meter
which can be decreased to increase meter sensitivity (some sets
already have a pot here).  For test, wire the whole thing up, but
don't connect the meter.  Instead, put a fixed resistor in place of
it, and measure the voltage across it with your trusty 20K ohms/volt
VOM, starting on a higher range (15 volts).  Once you are sure that
you are close, you can connect the meter in place of the resistor.  

You can calibrate the meter once you have the set working properly.  
You will need to restore sensitivity and be sure that the AVC is
working properly (resistors proper value, no leaky caps) first.
Remember that the plate current of a remote cutoff tube is essentially
logarithmic, so you meter will be direct reading in terms of input
signal strength expressed in decibels, not in microvolts.  You will
need a signal generator with calibrated output for this.  If you have
sensitivity specs for the original S-meter, use them.  If not, 1000
microvolts as "S-9" and 75% deflection is a convenient point.  Simply
tailor the value of the resistor you put in series with the meter to 
get the deflection you want.  

Easiest way to tailor the value of the resistor is to put the first
value of resistance that is too high for the desired sensitivity, then
parallel the resistor with much higher values until you've shunted it
enough to bring it to the point you want.  This is how to get a
"precision resistor" without having a box full of precision resistors.

You can, of course, add an S-meter circuit in the cathode of the last
AVC-controlled IF, even if the set didn't have one there.  For the
reference side of the bridge, the output tube bias (generally around 8
volts for a 50L6, 13-17 volts for other typical output tube circuits)
can feed the reference leg.  Work out the resistances in the active
leg (connected to the cathode) so that they are close to the initial
bias resistance, and the ratios so that you get meter deflection, 
wire it up, and S-meter, le voila.  Any pots in the circuit (for zero
and tweakable sensitivity) need to be wirewounds, as they carry DC.
If you need a low-value resistance, and have only higher value pots,
wire them so that they shunt fixed resistances to give the range of
adjustment needed, and add fixed resistance to the pot to set minimum
resistance in the pot circuit.  

-- 
===================================================================
Hank van Cleef 
===================================================================

------------------------------
Date: Sun, 29 Mar 1998 11:25:55 -0800 (PST)
From: Ken Gordon <keng@uidaho.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Electronic T/R switches - alternatives
Message-ID: <Pine.BSF.3.95.980329112443.27787F-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> speeds most people are likely to run. I just reworked my old SB-200 with
> one, and it runs QSK with the best of them now.

What is the maximum keying speed at which it will work reliably?

Ken W7EKB

------------------------------
Date: Sun, 29 Mar 1998 11:31:19 -0800 (PST)
From: Ken Gordon <keng@uidaho.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Heathkit SB/HW AM filters
Message-ID: <Pine.BSF.3.95.980329113028.27787H-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> the last time I tried on here and on the Heath lists one ws offered at $100
> and nothing else.  I'm still in the market but not at that price.

Must be the same filter that was offered to me when I wanted one for my
SB-301. I also am still in the market, but not at that price.

Ken W7EKB

------------------------------
From: Ho4bart <Ho4bart@aol.com>
Message-ID: <25cfef39.351ea6c8@aol.com>
Date: Sun, 29 Mar 1998 14:53:42 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: What's a Navy GP-7?
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

In a message dated 98-03-29 12:45:36 EST, RWDowns_WA5CAB@compuserve.com
writes:

> the GP-7 is an LF/MF/HF aircraft transmitter made by
> Westinghouse, not a receiver.  Ran off of 110V/800CPS AC. 
> Had plug in tuning units.  I  know of several collectors with them.  
>The earliest manual that I have on  the set is dated 06/27/40.  Generally
> replaced by the ATD or ATC  (AN/ART-13).

---i am wondering about this progression GP => ATD.  i don't think the
ATD was that modern a set, that it would be used to replace the "jeep".
my thinking is that both were replaced by the ATC/ ART-13. Not many
official sources to quote, but i did talk to a radio gunner on SBD / TBM
who said the SBD set was originally GP, then he transferred to TBMs
in the Pacific and these were equiped with ART-13. Collins' 50-year
book sez the ART-13 replaced the "4-channel" transmitter in use in
torpedo planes at the beginning of the war. this would be the ATD.
however, strange to tell, i have never talked to any Navy veteran who
remembers the ATD.  ATB, yes, but ATD, no. i sometimes wonder if
this set was one of those ones developed and built and then stuffed 
into warehouses until sold as surplus??
the earliest GP i have seen is GP-2   1934, uses strange WE tubes
( 312 ?? ) with something strange about the plate teat, seems it's 
off the envelope, down a little from top dead center.
hue

------------------------------
Message-Id: <3.0.5.32.19980329154142.008014f0@pop.pipeline.com>
Date: Sun, 29 Mar 1998 15:41:42 +0000
To: Old Tube Radios <boatanchors@theporch.com>
From: "Lawrence R. Ware" <lrware@pipeline.com>
Subject: Weird item of the week...
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

It's got vacuum in it, has to be a tube..... :-)

Two very odd metal/ceramic doorstops:
One EG&G HY-11T, and one ITT F-265.

HY-11T is also marked 8825, but that may be a date code.

Believe these are Ignition Thyratrons perhaps from a radar system.
Would make *interesting* display items, or perhaps you have
something needing ignition? Got to be good for a least 1000A pulses.

Just the thing to go with that Saturn V you have been meaning to build
out back for the kids.....

Untested, but look good. (How *would* you test something like this? :-)
I even have mounting rings for them.
Make offer, one or both....


-Larry Ware
lrware@pipeline.com
Orlando, Florida 

------------------------------
Date: Sun, 29 Mar 1998 15:34:54 -0500
From: don merz <71333.144@compuserve.com>
Subject: Gear, Manuals, Books FS
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199803291536_MC2-3843-89AF@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

 Vintage Radio Gear & Literature For Sale 

 CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228.
          412-234-8819 (weekdays, EST or leave a message anytime). 
          71333.144@compuserve.com
 
 FOR SALE

 Hallicrafters S-53A general .55mc - 31mc coverage receiver. Small design
   in HT-18-style cabinet. CW and AM. This set is dirty but should clean up
   to be very good. The front panel is very good but the case top has some 
   small scratches and the lightest touch of surface rust along a short
   stretch of one edge. All original. Complete. Untested. $65
 Hallicrafters S-41G general coverage receiver. Looks like Echophone
   Commercial with a red stripe around bottom. Paint on this set has not
   fared well overe the years and there are many scuffs, stains and 
   weathered sections. Some of this will buff out but some will not. Also
   the bandspread knob ("Fine Tuning" on this set) is wrong. Otherwise
   original with no holes. Complete. Untested. With copy of Hallicrafters 
   Service Bulletin. $40
 Hallicrafters S-40A general coverage receiver. Dirty but front panel
   is good except for speaker grill which probably needs the silver
   paint re-sprayed. Perforated section of cabinet top has some rust
   spots on it and a light spray job might be need here too. But after
   that you would have a fine radio. No holes. Original. Complete.
   Untested. $55
 Heathkit GR-98 portable Aircraft VHF Monitor Receiver. Cute leatherette 
   set with handle covering 108-136mc. With crystal-control option. Great 
   condition except tip is missing from ship antenna. With original 
   manual. $45
 Lafayette HA-800B ham-bands receiver for 80-6 meters. With large
   slide-rule dial, ANL and calibrator. AM/SSB/CW. Some scuffs on paint
   but very minor. Excellent looking and good working radio. All
   original. Complete. Working. $60
 Hickok 539A tube tester. The 539's were Hickok's best in my opinion. They 
   have everything you could ask for. This one works well but needs a bath
   --both the panel and the case. The leatherette is in nice shape. The panel
   has some wear marks around often-used controls. With roll chart, 1957
   updated tube chart and original manual. $100
 Hickok 799 tube tester with CA-99 panel adapter. This was an attenpt by 
   Hickok to simplify tube testing using multiple sockets instead of 
   the many rotary switches usually found on Hickok testers. But some
   controls still have to be set. The settings for many tubes are printed 
   below each socket. Does not test older 4-5 pin types. But does test 
   all modern types. Missing the light-bulb that is used as a line
   fuse. No manual or charts (but these are readily available from the usual
   sources). Leatherette has some dings but is in good shape. Needs cleaned
   all over. $65

 LITERATURE (PPD = Postage Paid)

 Dumont 304 and 304H original manual. 1949. Excellent. $13 PPD
 1952 Allied Catalog, some wear on spine and a few dog-eared pages.
   But very good overall. $21 PPD
 Hickok 155 Traceometer original sales flyer & original manual. Nice. $28 PPD
 Hickok 51X Radio Tube and Set Tester original sales flyer. 4 pages. 
   Excellent. $13 PPD
 Heathkit XR-1P & XR-1L Transistor Receiver original manual. Excellent
   with original sales receipt, oversize drawings, etc. $13 PPD
 Sprague Tel-Ohmike Model 16 original manual. This looks like a pre-TO
   model of the famous cap tester. Excellent. $11 PPD
 Eico HFT-90 original manual. With panel cutout template. Excellent. $9 PPD
 Eico HF-12 original manual. Excellent. $9 PPD
 Eico 720 original manual. Front cover loose. $17 PPD
 Eico 730 original manual. Cover very lightly water-stained. $17 PPD
 Eico 710 grid dip meter original manual. Excellent. $11 PPD
 VHF Handbook by Orr and Johnson. Worn covers. $9 PPD
 ARRL "Minilog" for Amateur Radio Stations "Engaged In Portable Or Mobile
   Operation." Excellent. Unused. $6 PPD
 Introduction to Practical Radio by Durwood Tucker. Macmillan, 1951. Hard-
   cover is worn a bit at edges. Theory with some photos. $11 PPD
 Radio Handbook, 1962 ed by Bill Orr. 16th ed published by Editors and 
   Engineers. Excellent hardback. $24 PPD
 Electrical Essentials of Radio by Slurzerg and Osterheld. 1944, McGraw-
   Hill.  A practical text with lightbtheory and many examples. Gard 
   cover is worn at edges. $11 PPD
 National Association of Broadcasters Engineering Handbook, 5th ed.,
   1960, ed by Walker. About 1500 pages. Covers engineering practice
   for radio and TV. Spine is deteriorating. $26 PPD
 National Association of Broadcasters Engineering Handbook. Unlike the 
   above edition, this is a 8-1/2 x 11 loosleaf binder of about 500
   pages. It is undated. But the references date from 1945. So this is 
   either the 2nd (1946) or 3rd (1949) edition. No editor is listed. 
   Coverage is more radio, little TV. Some loose pages but mostly in 
   Very nice condition $26 PPD
 
 
 CONTACT: Don Merz, 47 Hazel Drive, Pittsburgh, PA 15228
          412-234-8819 (weekdays, EST)
          Internet: 71333.144@compuserve.com
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Message-Id: <3.0.5.32.19980329155426.007f7dd0@pop.pipeline.com>
Date: Sun, 29 Mar 1998 15:54:26 +0000
To: Old Tube Radios <boatanchors@theporch.com>
From: "Lawrence R. Ware" <lrware@pipeline.com>
Subject: weird item of the week (part2)
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

One very odd little octal based fella....
Marked JAN-CEA-2K50
Made by Bendix

Appears to be some kind of photo-tube.
Metal can, flat top with funny little window in it....
Anyone need this thing?


-Larry Ware
lrware@pipeline.com
Orlando, Florida 

------------------------------
Date: Sun, 29 Mar 1998 12:57:22 -0800 (PST)
Message-Id: <2.2.16.19980329125723.512fa604@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: Re: AR-88 Users?
Cc: boatanchors@theporch.com

At 11:35 AM 3/29/98 -0700, Henry van Cleef wrote:

>Don't have any comments on the AR-88 that are specific, but I will
>comment in general on S-meter woes.

Thanks, Hank, for the detailed and useful information about S meters!

73,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Message-ID: <351EE22F.5337@fyiowa.infi.net>
Date: Sun, 29 Mar 1998 16:07:11 -0800
From: Mark Hovda <hovda@fyiowa.infi.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS:  BC 639A VHF Receiver
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I have a BC-639A VHF receiver that needs a good home.     It covers 100
to 156 Mhz.    It is a rack mount radio, it is painted olive drab and
was manufactured by Noblit-Sparks.    I have no documentation for the
radio, nor do I know its electrical condition.  It looks to be complete
and original.  An external power supply would be required.  The chassis
is very dusty, but it looks like the radio will clean up fairly well. 
The price is $40 plus 35lbs UPS from 52402.   Multiple offers will be
resolved by random selection on Tuesday evening.   The radio can be seen
at:

http://members.tripod.com/~N0JWI/index-3.html

Thanks,

Mark
N0JWI

------------------------------
Message-Id: <199803292329.PAA13427@mailgate32.a001.sprintmail.com>
Subject: Re: What's a Navy GP-7?
Date: Sun, 29 Mar 1998 17:30:43 -0500
From: "Joseph W. Pinner" <kc5ijd@sprintmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"

> i don't think the
>ATD was that modern a set, that it would be used to replace the "jeep".
>my thinking is that both were replaced by the ATC/ ART-13.

It is my understanding that contracts for the ATC and ATD were let 
appromimately the same time. They were competing designs for the same 
requirement. The ATD lost due to the superior design of the ATC which 
continued on in service for years. The ATD was abandoned after a brief 
period. 

My ATD was never used - and understand that this is common.

73

Joseph W Pinner
Lafayette, LA
KC5IJD
EMail: kc5ijd@sprintmail.com 

------------------------------
Message-Id: <199803300023.TAA03305@piglet.INS.CWRU.Edu>
Date: Sun, 29 Mar 1998 19:23:10 -0500 (EST)
From: gcr2@po.CWRU.Edu (George C. Rybicki)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: HRO-50 case FT

I have a HR0-50-T-1 case, the table top case for a HRO-50. I am rebuilding
a second HRO and would like to make it a rack mount model. Maybe someone out
there has one in the opposite situation? The case needs refinishing but
is otherwise in good condition. It is from a military HRO so it has no 
National emblem but I dont need to get one in trade. Thanks George

------------------------------
Date: Sun, 29 Mar 1998 19:52:07 -0500 (EST)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: What's a Navy GP-7?
Message-Id: <Pine.GSO.3.96.980329194016.6667A-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> ---i am wondering about this progression GP => ATD.  i don't think the
> ATD was that modern a set, that it would be used to replace the "jeep".
> my thinking is that both were replaced by the ATC/ ART-13.

The contracts for the first (only, perhaps) lots of ATCs, ATDs, and
GP-6/7s are all VERY close to each other. That leads me to believe that
the Navy got Bendix, Sparton, Collins, and Westinghouse in a room in 1940
and told them to "make many radios". The GP was a tested design, the
others not, so perhaps the GP-6/7s were insurance.  

> Not many
> official sources to quote, but i did talk to a radio gunner on SBD / TBM
> who said the SBD set was originally GP, then he transferred to TBMs
> in the Pacific and these were equiped with ART-13. Collins' 50-year
> book sez the ART-13 replaced the "4-channel" transmitter in use in
> torpedo planes at the beginning of the war. this would be the ATD.

There is that bit of war footage floating about (seen from time to time on
the Hitler^H^H^H^HHistory Channel) that shows an operator using a GP
of some sort in a rather large plane or a blimp. It may be very hard to
pin down the exact type of aircraft.

> however, strange to tell, i have never talked to any Navy veteran who
> remembers the ATD.  ATB, yes, but ATD, no. i sometimes wonder if
> this set was one of those ones developed and built and then stuffed 
> into warehouses until sold as surplus??

I know a man that used an ATD (or at least maintained it) during his stay
with the service, so at least ONE got unpacked.

> the earliest GP i have seen is GP-2   1934, uses strange WE tubes
> ( 312 ?? ) with something strange about the plate teat, seems it's 
> off the envelope, down a little from top dead center.

Must be a 282A (know by the Navy as CW-38282). The 312A (CW-38412) was
used in something called a GN.

Any chances I could get some pictures of that GP-2?

William Donzelli
william@ans.net

------------------------------
Date: Sun, 29 Mar 1998 20:12:44 -0500 (EST)
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Fred Bohner <oranges@frb.gov>
Subject: Saturday at Timonium
Message-Id: <Pine.A32.3.91.980329195752.31358A-100000@ppdu.nrl.navy.mil>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Gang,
  I drove up to Timonium north of Baltimore, MD on Saturday and entered 
the gate at opening time of 8 AM.  I saw Phil McCoy, Fred Bohner, Surplus 
Al, Ray, Skip, Floyd and Loyd Jury, Steve Fenelli,  and Dennis Gibbs.  I am 
sure others were there that I did not see.  We had a BA meeting at 10AM 
on Saturday where Fred, Phil and I talked BA sightings.    
  In general it was a good day for BA's.  Before I got there, I was told 
that two BC-375's were sold.  I saw a number of SP-600's of which I ended 
up with one.  The was a BC-348-Q for $100.  S-line Collins was available 
with $450 asking price for a KWM-2.  HT-32's and HT-37's with prices 
varying between $90 and $200.  Surplus AL had a good line of manuals for 
sale.  I bought some BC-610 crystals NIB from Ray.  On advice from Phil, 
a nice looking SX-36A ended up in my trunk.  I found a good looking OS-4 
with book and accessories that I couldn't resist.  Finally, a TA-12 was 
piled on the cart as Fred and I wheeled it out to my car.  
   For financial reasons, I did not go to the second day of 
Timonium on Sunday.  Does anyone have a report for this day?
Cheers, Paul Bernhardt 

Work:P.A. Bernhardt                Home: Paul Bernhardt, KF4FOR
     Code 6794                           5704 Ridge View Dr.
     Naval Research Laboratory           Alexandria, VA 22310
     Washington, DC 20375
Tel: 202-767-0196                        703-960-9656
FAX: 202-767-0631

------------------------------
From: w1nml@juno.com
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sun, 29 Mar 1998 16:47:56 -0700
Subject: old schematic
Message-ID: <19980329.183214.3414.0.w1nml@juno.com>


Hello fellow boatanchorites,

While sorting through some old radio magazines, etc. I found an old
schematic from Collins Radio dated  5-1-45. It's for  a 18W-1 Complete
schematic for Navy Model MBF equipment. Looks to be a VHF xmtr/receiver
set. If anyone has a use for this
it's yours for the postage.

73..............Lock



W1NML/7
AMI #639                    QCWA #15033
Phoenix, AZ

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sun, 29 Mar 1998 19:45:43 -0600
Subject: kb5wwo: Heath Items FS
Message-ID: <19980329.194545.11078.3.kb5wwo@juno.com>
From: kb5wwo@juno.com (George T Folse)



All,
   SB102,SB600,HP23,and Heath Desk Mic all in ex working condition,no
straches or marks 9+
   $200+shipping
   MT 1,HP20,no mic,in ex condition 9+,works
   $100+shipping
   VF 1,ex condition,works 9
   $60 shipped
Thanks,

George Folse III KB5WWO kb5wwo@juno.com   or  kb5wwo@bellsouth.net
630 Dolhonde St.
Gretna,La. 70053
504-362-1896 ph/fax
Collector of Johnson,Heath,& Atwater Kent  AMI#937
--------- End forwarded message ----------

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]
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Date: Sun, 29 Mar 1998 21:39:48 -0500 (EST)
Message-Id: <199803300239.VAA08044@earth.ipass.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Doug Hall <kf4kl@ipass.net>
Subject: Mackay 3010 RX history (long)

Hi folks,
A few months ago I was talking with Alan Finkel about the development of the
ITT Mackay 3010 receiver, a cool boatanchor if ever there was one. Alan led
the team that designed this receiver, and later went on to become president
of ITT Mackay. I worked at Mackay in my college days, and it was during that
time that I got to know Alan. Since there had been a fair amount of interest
here on the BA list in the Mackay boatanchors, and specifically the 3010, I
asked Alan to scribble down some thoughts about this receiver, and about the
"old days" designing some of the boatanchors that ITT Mackay sold. He sent
me a letter, which, as he says, reads like a "stream of consciousness" and
includes some very interesting info. Note especially his comments near the
end about the newer receivers (the 3020) and his comment on how it might
have led to the demise of National Radio. I want to have lunch with him
again soon and pick his brain about that, especially since I have one of the
old ITT Mackay 3020 receivers.

Anyway, here's what Alan wrote. I hope you find it enjoyable. I scanned his
letter and ran it through OCR, so any errors are due to that process and my
failure to find them.
73,
Doug Hall, KF4KL

===============================================================
December 28, 1997

Dear Doug,

Here's a shot at your request for some history on the 3010 development.
It reads like a stream of consciousness. I hope you can pick out enough
useful stuff. If not, if we had lunch together one day you could help me
recall more details on matters of interest to you.

Sincerely,
Alan

=================================================================

NOTES ON THE TIMES AND DEVELOPMENT OF THE MACKAY 3010 RECEIVER

Both for background and to unwind the 30+ years since the 3010
receiver was developed, recollections of the development engineering
lab at Mackay Radio and Telegraph in Clark, NJ from the late 50's to
the mid 60's are intertwined with the subject of the receiver
development itself.

In those days, the 5, or so, engineers and a few techs and
draftsmen/mechanical designers developed all manner of radio and
navigation products. In the earlier years of this period, solid state
devices mainly comprised diodes for rectifiers at power frequencies,
small signal diodes useful to about 50 MHz, and some germanium
transistors; later, silicon transistors and integrated circuits. By
the mid-60's DTL had been essentially obsoleted, followed closely by
ECL, and then TTL which was rapidly developing both in complexity and
speed. Tubes were used to some extent in that era for nearly all
products.

One navigation aid, the Model 4201 Loran A receiver developed in the
late 50's employed four decade dividers using 4-12AT7's in each.
Other products included automatic direction finders operating in the
300 kHz, (then kc) beacon band, 150 MHz VHF (radiotelephone) duplex
transceivers, a.m.h.f.  transceivers, a.m. and c.w. transmitters from
400 kHz to 24 MHz from hand-cranked flea power lifeboat radios to
main transmitters with power ratings to 1 kw. Top-loaded vertical
antennas were a big hit with ship owners since they did not require
lowering in port as was the case with long wire antennas strung
between masts which would otherwise interfere with operation of cargo
cranes. The design challenge was achieving antenna system efficiency
that would meet the FCC's requirement of 30 mV/meter at 1 nm field
intensity using existing transmitters, and maintaining radiation
efficiency as the elements of the sea constantly degraded integrity
of insulation thereby increasing system loss -- some surprising
results from simple arithmetic -- a story in itself.

The Model 3007 receiver, the 3010's predecessor (no recollection of a
3008 or 3009), was a superhet of the '40's era with down conversion
to 455 kHz and track-tuned r.f. amplifier and local oscillator with a
3- (or 4-) gang variable capacitor, octal based tubes and 2"xl-1/2"x4"
high i.f. transformers.  Finding a signal at a determined frequency
was often an art, generally assisted by pencil marks on the celluloid
frequency dial; L.O. drift was unending.

In those years, Mackay ran second in a field of two to the Radio
Marine Corporation of America (RMCA division of RCA) for fitting
radio stations on US flag ocean going vessels. Products were tit-
for-tat, but somehow, RMCA's volume was several times Mackay's until
RMCA's decline and eventual demise around 1970.

So, while designing a main shipboard receiver with techniques
practically unknown in the commercial marine industry, the
up-converted 3010 was a bold (risky) undertaking. The concept for the
design stemmed from a Racal receiver which used up-conversion at the
first i.f. While an actual receiver nor manual was never available,
some reading material about it and up-conversion in general had been
obtained and studied from which the risks of harmonic intermods and
inadequate shielding were begun to be appreciated.

The major improvements sought from the new design were the capability
to go to a frequency with satisfactory certainty and a step function
improvement in frequency stability. Once a block diagram was agreed,
the most important design chore would be the VFO -- a 3 to 5-MHz
oscillator, both thermally and mechanically stable with superb
shielding and having a dial readable to the nearest 500 Hz. The
credit for the design goes to Frank Nemetz, an intuitive mechanically
gifted engineer, railroad hobbyist to a fault, who loved the
challenge. He used a variable capacitor with Invar plates, a
painstakingly temperature compensated oscillator, a very sturdy cast
housing with a thick aluminum cover plate on which was mounted the
dial drive mechanism. The original version of the dial was 16 mm film
about 20 feet long with minor divisions of 1 kHz, allowing easy and
sure enough interpolation to 500 Hz. Combined with a 100 kHz
calibrator, the vfo more than satisfied the two principal design
objectives. Frank chose bead chain to drive the film spools, cheap,
easy to obtain, and essentially backlash free. When challenged about
why, he answered that the choice "...cost a quarter and was one of
100 ways to do the job -- any other questions?"

The signal path design had scary pitfalls. The shielding was a real
problem. How to achieve the best possible isolation with an
affordable solution? The Director of Manufacturing, Cal Giroux, a
vocal critic of engineers who designed products that were difficult
to manufacture was consulted. No one would defend heliarc seam
welding little shields all over an aluminum chassis (steel was taboo
for shipboard use). Rather than wither before his criticism (and he
was very fondly regarded by the general manager, Gil Thommen) Cal was
asked to show the way. An aluminum sand cast crate was his choice,
fine sand for acceptably smooth sides, and surface ground top and
bottom with dozens of holes drilled and tapped for securing top and
bottom plates with acceptable shielding. Some compartments required
finger stock or rfi gaskets and with the shielding problems solved,
others awaited.

Chief among them was harmonic intermods causing birdies all over the
dial owing to the low first i.f.  frequency, and front end intermods
and cross mod due to the plethora of high power AM and CW broadcast
stations with antennas always found in or near major port cities
(Plethora, an almost extinct word before and since the mid 70's, was
an important "in" word used to mean "a lot" -- very popular at ITT HQ
in those days).

Hank Adams, a very bright engineer, friendly, jovial, great quick
sense of humor, who seemed to know alot about everything (probably
learned at Brooklyn High School of Science and CCNY) helped navigate
the harmonic intermods, mitigating their magnitude by using a double
balanced first mixer.  At that time they were not available in
wonderful little packages with low noise figures and 40+ dB of stable
balance. Instead they were configured with four 1N34's (or some such
ancient diode), a pot for magnitude balance and a glass trimmer cap
for phase balance. Rarely was the spur around 1.6 MHz less than
10k uV equivalent, and there were a few other lesser stinkers up the
bands. The strong signal performance was helped by using a high gm
pentode rf amplifier which had been designed for linearity (7788?)
and if memory serves, was used in a receiver built for the military.
But the chief weapons were an input attenuator, a tuneable
single-tuned preselector, and band elimination filter which when
switched in put a 35 dB hole in the AM broadcast band.

By comparison with today's receivers, it was crude. But there were
seldom any complaints: The 3010 scored bullseyes on being able to
find a selected frequency, any frequency, and frequency stability.
But it was a real pain to gain access to service with about thirty
4-40 screws securing the bottom plate, it was big and heavy, just
about right 30+ years ago!

It became a popular receiver, was later used satisfactorily for SSB
reception; there are almost certainly some of these still sailing on
some rust buckets. It began to be replaced as Mackay's main receiver
in 1971 with the 3020.

Asides: The 3020, developed in the '68-'70 time period, was the first
digitally synthesized receiver to be successfully manufactured for
the commercial maritime market. It was an enjoyable and colorful
chapter in the lives of those who worked on it. With its effect of
spawning a new generation of receivers for marine and other uses, and
its possibly nailing shut the doors of the venerable National Radio
Co. some notes on its development might be worth recording one day.
The recollections are almost dream like -- everyone had a really good
time working together, sometimes until 2 or 3 in the morning almost
without noticing. The reward was in the accomplishment, the fellowship
and the feeling of having done something unquestionalby meaningful.
(Do people still get that unreserved fulfillment from work?)

For the record, others who could contribute to this assignment include
Frank Nemetz who was last known to live in a small Watchung Mt. town
near Plainfield, NJ -- Liberty Corners? Hank Adams lived in West
Orange, NJ. The chief and ever resourceful technician was Angelo
Emilio Talignani (aka Chick) who lived in Hasbrouck Heights, NJ.
Always quick to smile,and oblige, albiet on his terms, Chick was a
musician who played 3 or 4 gigs most weekends. On Monday mornings he
was permitted (remanded) to sleep undisturbed in a comer of the lab
until he was rested enough to be civil. Cal Giroux married the
engineering secretary/administrator/editor, Dody Ray, and their known
last permanent address was in Edison, NJ, but they mostly live on Pan
Am 1 or some such. Gil Thommen, the kind, stern steady father figure
retired around 1966 and, sadly, became a silent key about ten years
later. (Were those days as glorious as they are remembered?)

-end-

------------------------------
Date: Sun, 29 Mar 98 20:32:50 MST
From: wally@mindy.sys.sdl.usu.edu (Wally Gibbons)
Message-Id: <9803300332.AA07365@mindy.sys.sdl.usu.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 11 pin plugs available

Greetings,

Have 5 of these 11 pin round keyed plugs available, used on heathkits or collins or some other rigs. I have no need of them. I'll send em to you, free. They have cables attached, been cut off at 3 inches or so.

I'll pick from responses, Rules of Ware apply here.
Tell me why you need em, some nice story, or if you've been a help to me in the past you get priority treatment. I'll break them up into lots of two and three. 

Two winners.

Wally Gibbons
wally@mindy.sys.sdl.usu.edu

------------------------------
Date: Mon, 30 Mar 1998 03:52:58 GMT
Message-Id: <3.0.16.19980329225230.2c5fb4e8@serix.com>
To: Old Tube Radios <boatanchors@theporch.com>
From: "Robert S. Ross" <radiorob@serix.com>
Subject: Looking for Zeus!!!
Cc: clegg@qth.net, boatanchors@listserv.tempe.gov
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hello Folks:

   What a day!! Started out this morning at 9AM to take my Son BirdWatching
at Longpoint Provincial Park on Lake Erie. After about 3 Hours of driving
and a couple of hours looking for Birds....we finally arrived home. On my
answering machine was a message from Gary Cheek KG8LB telling me that he
had found something I would be very interested in!! Gary had unearthed a
Clegg Zeus 2/6 Mtr. Transmitter and matching Clegg Interceptor 2/6 Mtr
Receiver in Nice shape...and he wanted to know if I wanted these
things.....if not he was going to put it on the net!!! Well....about 5
minutes later...I was back on the road again, and headed for Utica, Mich.
Another 4 hour Roadtrip, but man...what a reward!! I couldn't get there
fast enough!!

Upon arrival I was treated to a matching set of Clegg VHF Twins, complete
with the 80 pound Power/Modulator supply and all original
manuals.....although I don't think the Transmitter manual is complete...so
I may need some help if anyone has a Complete Zeus Manual. The overall
condition of the set is about a 7-8 out of 10......after clean-up should be
even better. The front Panels are real Clean...and in Excellent physical
shape. Gary had not had a chance to fire them up...so they are
untested....but I'll worry about that later. If I get these babies
working....it puts out a whopping 100 Watts plus on AM. That's well over 10
times what my Clegg 22'er does on AM.

I'm way too tired to do much with it tonight.....so it will have to wait
til I find some time to play around with it...and see what it's doing
electrically. I'll probably clean them up good first anyway. 

In the meantime...if anyone else on the list has one of these
Monsters...I'd be real happy to hear from you. Any comments you may have on
their operation, performance, tips etc. would be appreciated. I have been
collecting Boatanchors for over 20 years...and this is "The ONLY" set of
Clegg Twins I have ever seen....period...so I would tend to think they are
rather hard to find??? With an Original Price of over $1,000.00 in 1962...I
wouldn't think there was a lot of them sold?? That would be a pretty hefty
price for a VHF setup...especially back then.

If you know anything about these guys...please let me hear from you. I'll
get back to the list as soon as I have had time to snoop around inside of
them. 

Thanks....Regards/73.....ROB.


Robert S. Ross	VA3SW			
London, Ontario, CANADA

radiorob@serix.com
va3sw@rac.ca

Radio DX'er
Antique Radio Enthusiast		

 Hot Tubes....Heavy Radios...and Chrome Microphones!!!																								

------------------------------
From: Ho4bart <Ho4bart@aol.com>
Message-ID: <4292e6a2.351f1e76@aol.com>
Date: Sun, 29 Mar 1998 23:24:20 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: What's a Navy GP-7?
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

In a message dated 98-03-29 18:30:59 EST, kc5ijd@sprintmail.com writes:

>  The ATD was abandoned after a brief 
>  period. My ATD was never used - and understand that
> this is common.

that tallies with what i have seen. none of the ATDs show any signs of 
service use, all abuse suffered appears to be by postwar owners. the 
GPs frequently have notated frequencies and knob settings on their
charts.
hue

------------------------------
Date: Sun, 29 Mar 1998 22:26:34 -0800 (PST)
From: John Kolb <jlkolb@cts.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Heathkit SB/HW AM filters
Message-ID: <Pine.SCO.3.91.980329222248.10540A-100000@sd.cts.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Sun, 29 Mar 1998, Ken Gordon wrote:

> Must be the same filter that was offered to me when I wanted one for my
> SB-301. I also am still in the market, but not at that price.

Note that the Heath 300/301/310, etc had the same conversion scheme with
3395 kHz IF as the Kenwook TS-520 and others, so there may be some
interchangability of parts. The xtal filters are different sizes, but with
a little mechanical work, the SSB and CW filters should work in the
Heathkit. Don't know if there's an optional AM bandwidth filter in that
line or not. 

John  KK6IL

------------------------------
Date: Sun, 29 Mar 1998 22:44:02 -0800 (PST)
From: John Kolb <jlkolb@cts.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Sugar Baker Mayhem
Message-ID: <Pine.SCO.3.91.980329224219.10540C-100000@sd.cts.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

On Sat, 28 Mar 1998, larry wrote:

> as to destroying heath sw rcvrs .. i said no such thing.. and shame on you
> for suggesting i did...

My most humble public apology for misunderstanding your comment -
guess I should read twice before inserting foot in mouth.

John

------------------------------
From: Ho4bart <Ho4bart@aol.com>
Message-ID: <caaa45ac.351f4853@aol.com>
Date: Mon, 30 Mar 1998 02:22:57 EST
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Subject: Re: Mackay 3010 RX history
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

Which brought up the question, in my mind, of just who was the
first to use the filmstrip dial scale system. Was it Mackay  ?
Other equipment to use this expanded "sliderule dial" were 
Federal's R-808 /   GRC-14 ( tho not nearly with the Mackay
frequency resolution ) and the UK military R-209 hf receiver.
hue

------------------------------
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Sandy W5TVW <ebjr@worldnet.att.net>
Subject: Re: Mackay 3010 RX history
Date: Mon, 30 Mar 1998 11:57:02 +0000
Message-ID: <19980330115658.AAB27254@LOCALNAME>

At 02:22 AM 3/30/98 EST, you wrote:
>Which brought up the question, in my mind, of just who was the
>first to use the filmstrip dial scale system. Was it Mackay  ?
>Other equipment to use this expanded "sliderule dial" were 
>Federal's R-808 /   GRC-14 ( tho not nearly with the Mackay
>frequency resolution ) and the UK military R-209 hf receiver.
>hue
>
>The RACAL RA-7 used one.  In fact, this set is what the Mackay 3010
was based on, as far as the conversion schemes went.  Alan Finckel
didn't use a "Wadley Loop" synthesizer though.  The "Mhz."
selector was a band of crystals.
73,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive
Metairie, LA., 70001

**860 Hartley 'ECO' construction "on hold"****
*** Looking for a TRC-10 transceiver ******
*** Looking for an RAL receiver ***********

------------------------------
Message-ID: <351F9B36.CFDCF11F@bw.webex.net>
Date: Mon, 30 Mar 1998 08:16:39 -0500
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Mackay 3010 RX history
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

hue and The Group,

	FWIW, the Racal RA17 is the earliest I know of, but I'll bet there were
others.  According to the RA-17 article in Issue No, 25 of Radio
Bygones, development of this fine receiver commenced in late 1954.


Ho4bart wrote:
> 
> Which brought up the question, in my mind, of just who was the
> first to use the filmstrip dial scale system. Was it Mackay  ?
>.......

-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm

------------------------------
Message-ID: <351F9CDF.1F05366D@acsu.buffalo.edu>
Date: Mon, 30 Mar 1998 08:23:43 -0500
From: John Russo <jprusso@acsu.buffalo.edu>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS BC-442-A  ant relay unit
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

For Sale a new BC-442-A antenna relay unit, built-in ant current
indicator 0-10 amps, and 50 mmf HV vacuum capacitor mounted in rear of
the case.  Made by Western Electric, in the US Army Signal Corps
original box (dirty), unpainted aluminum.  I would guess this goes with
the ARC-5 stuff ??  All spring loaded antenna connectors.  This looks
unused.

Asking $45  shipped to you shack / outpost (CONUS).


    John  KF2JQ


------------------------------

End of BOATANCHORS Digest 1989
******************************


>From ???@??? Tue Mar 31 03:48:52 1998
Message-Id: <199803310404.WAA13371@sco.theporch.com>
Date: Mon, 30 Mar 1998 22:02:29 CST
Subject: BOATANCHORS digest 1990

			    BOATANCHORS Digest 1990

Topics covered in this issue include:

  1) Hallicrafters SR2000
	by Steven Ensley <steve@globaldialog.com>
  2) A Heresy -- FRG-7
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
  3) RE: Mic connector needed
	by w2ec@vnet.IBM.COM
  4) Antique RTTY
	by K3DPJ <morry@ix.netcom.com>
  5) 15 MHZ filters
	by "Lawrence R. Ware" <lrware@pipeline.com>
  6) Re: Farm animals living and dead
	by "larry" <rau@wco.com>
  7) Re: Lafayette KT-200
	by "larry" <rau@wco.com>
  8) Re: Hallicrafters SR2000
	by Hal Waite <halwaite@sprintmail.com>
  9) Cleaning Cabinet Smoking Stains
	by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
 10) Cleaning 75A4 Knobs
	by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
 11) Ready for Dayton
	by "William L. Fuqua III" <wlfuqu00@pop.uky.edu>
 12) Power supplies for TR-3 and Swan 700 CX
	by mike <michaels@kc2kj.k2nesoft.com>
 13) Re: Cleaning 75A4 Knobs
	by Al Klase <skywaves@bw.webex.net>
 14) Cleaning Cabinet Smoking Stains
	by john <johnmb@mindspring.com>
 15) Knob cleaning
	by John Poulton <jp@cs.unc.edu>
 16) Clegg "Thor 6" front panel needed!
	by Allen Tucholski <allent@en.com>
 17) Re: Cleaning 75A4 Knobs
	by Mike <ac5p@ionet.net>
 18) SB102 and MT 1 are Sold       FS  VF-1
	by kb5wwo@juno.com (George T Folse)
 19) HEATH AM FILTERS
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
 20) DAMP CHASER
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
 21) Mysterious Transformer
	by dougsterr@juno.com (Douglas A Knoll)
 22) Re: Mysterious Transformer
	by Al Klase <skywaves@bw.webex.net>
 23) Re: USCG COMMSTA PIX (Digest 1989)
	by Tony <anthonys@pacbell.net>
 24) Weird Stuff
	by "Al Parker" <awparker@worldnet.att.net>
 25) Re: Cleaning 75A4 Knobs  
	by Bill Jarvis <B.H.Jarvis@hw.ac.uk>
 26) DX-100 modulator
	by "Robert Nickels" <ranickel@mwci.net>
 27) FS: Manuals
	by Dick Dillman <ddillman@igc.apc.org>
 28) "Radio" Designer's Handbook
	by "Owens, Clarence" <owensc@nebeng.otis.com>
 29) Signal Generator and VTVM needed
	by gds@digitalexp.com (Reynolds, Jim)
 30) Re: Cleaning 75A4 Knobs
	by Sandra L Knepper <slkst29+@pitt.edu>
 31) Re: Cleaning 75A4 Knobs
	by "Grant Youngman" <nq5t@gte.net>
 32) BoatAnchors Digests -- what really happened
	by listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists)
 33) 2 Q's and a G
	by don merz <71333.144@compuserve.com>
 34) Re: 2 Q's and a G
	by William Donzelli <william@ans.net>

----------------------------------------------------------------------
Date: Mon, 30 Mar 1998 08:18:21 -0600 (CST)
From: Steven Ensley <steve@globaldialog.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Hallicrafters SR2000
Message-ID: <Pine.BSI.3.91.980330081313.24277C-100000@msn.globaldialog.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

I recently came into possession of a Hallicrafters SR2000.  I don't have 
any specific questions yet but wondered if anyone on this list had any 
suggestions or warnings to offer.  It works quite well other than the 
plate current meter which doesn't work at all.  Presently I am tuning it 
by optimizing the signal using a field strength meter.  I need to find a 
replacement meter for the radio though so I can tune it properly by 
diping the plate current.

Steve 
KB9RRM

"If a man is not a liberal at eighteen, he has no heart. 
If he is not a conservative by the time he is thirty, he has no mind."  
                                               - Winston Churchill

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: A Heresy -- FRG-7
Message-Id: <1998Mar30.085314-0600@spike.vuse.vanderbilt.edu>
Date: 30 Mar 1998 08:53:11 -0600
MIME-Version: 1.0

Normally, the Flea Market is not where I find BA material, but it was
so pitiful I let it follow me home.  Actually, there are two Heresies
here--it is sand-state, and it is a Yaesu.  FRG-7, to be precise.
At least it only has two IC's, the rest is discrete (= you can see
what's going on).  The Good News is that it's cute and was cheap as
dirt. The Bad News (no surprise) is that it doesn't work, just kind
of hisses.  If anyone has any tech info on this puppy I'd be
appreciative.  Now let's take this off-line before I get Sanctioned.... 

			73		A. B. Bonds

------------------------------
From: w2ec@vnet.IBM.COM
Message-Id: <199803301454.IAA22267@sco.theporch.com>
Date: Mon, 30 Mar 98 09:46:04 EST
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Mic connector needed

>>Hi, all. I need a microphone connector for a Johnson Ranger I. It's the
>>"Heathkit" style, with a cylindrical shell and two off-center pins. Can't
>>seem to find one locally. Any help? thanks.

See if you can locate someone in the Norfolk/Virginia Beach VA area and ask
them if they could go to Grand Junquetion Surplus for you. I bought back
a handful (6) of those connectors last time I was there. $0.50 each. But
you had to search thru the mic connector bin to find them. I don't think you
can call Grand Junquetion and ask them to get the parts for you, not that
kind of place, it's a look and browse kinda store. Lot's of parts, big and
little. Unfortunately all 6 of the connectors I bought are now in use or
I'd offer you one of mine. Good luck. They also had the old single pin type
mic (heath sixer etc) type connectors someone was asking about. I stupidly
only bought two, used them both, and now need some more.

73, Ray  W2EC

------------------------------
Message-ID: <351FBC9D.B5E8E84D@ix.netcom.com>
Date: Mon, 30 Mar 1998 10:39:09 -0500
From: K3DPJ <morry@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Antique RTTY
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Have a Teletype Corp Model TT30/AGA-1 (Model 31)
Very small machine used by sportscasters.
Mint condition w/manual. Written up in Surplus column
by Gorden White CQ Magazine August 69.
$160.00 Shipped lower 48. (reprint for SASE)
M Weinschenker K3DPJ
12690 Rte 30                   724-863-7006
Irwin PA  15642

------------------------------
Message-Id: <3.0.5.32.19980330123604.007fca20@pop.pipeline.com>
Date: Mon, 30 Mar 1998 12:36:04 +0000
To: Old Tube Radios <boatanchors@theporch.com>
From: "Lawrence R. Ware" <lrware@pipeline.com>
Subject: 15 MHZ filters
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Good afternoon folks....
I have two 15.0 MHZ filters that turned up in the bottom of a box
this weekend. These are some kind of sealed mil spec units, not
sure if they are crystal or mechanical devices. 
Anyway, free to first two sob stories of why you need them... :-)
Rules of Ware apply...


-Larry Ware
lrware@pipeline.com
Orlando, Florida 

------------------------------
Message-Id: <199803301743.JAA08837@shell.wco.com>
From: "larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: Farm animals living and dead
Date: Mon, 30 Mar 1998 09:38:34 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

thank you john.. you mean they have a program that just goes around and
extracts adresses from everything  on the web ?

I had ( mistakenly ? ) attributed this  spam to someone who was a BA
subscriber.. since the spam was electronics oriented.. and i dont go to ANY
other elctronics oriented sites at all.

Larry

------------------------------
Message-Id: <199803301902.LAA13199@shell.wco.com>
From: "larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: Lafayette KT-200
Date: Mon, 30 Mar 1998 10:57:48 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Brian... I owned one once.. and aligned it with no manual or
schematic....this is a "better than hallifcrafter " look -alike made in the
60's by Trio  ( Kenwood) in Japan.

Dead as a door nail... no sound ?   wiggle  the tubes... no noise at all ? 

Test your Tubes

 Check for existance of any B+ and filament voltage... just use a base
diagram for the tube types.. they are all common 7 and 9 pin types... do it
for every stage.

If no b+ check  for hv AC at the rectifier and DC at the  filter caps.. Got
HV AC but not HV DC.. bad rectifier (s)

If no filament voltage.. check for ac to primary of transformer..  if none
check fuse, cord, and on/off switch... if it has ac to primary and no fil
voltage.. you have a bad transformer .. same if no HV ac at   rectifier.
Don't assume your stand by or on off  switches are good.

If that is  all there... check you speaker connections, or try phones.. ...
not in the stand by mode are you ?

Got some noise now ?  Do your testing On the AM broadcast bands where
signals are strong.. hook up an antenna...

Or..try forcing a  455 kc signal through the IF if you have noise when you
wiggle tubes

Give the band switch, other switches  and pots a good shot of De-ox it D-5
and work them back and forth before you get very far into this.

On the underside of the radio thereis a plate, under which you will find
there are 3 trimmers per band.. Antenna, Oscillator, and RF Amplifier  ( if
memory serves me ( its been about 8  or 10 years)   there may be no RF amp
adjustment for the low band.  Once you get it going somewhat you will
figure out which is which.

There is significant interaction( frequencypulling) between the RF amp and
the Oscillator...making setting up your tracking frustrating... if you can
get a signal through the radio on the AM band you can align the If by
ear...find the highest fidelity station you can... to optimize the
bandpass... remember it is possible to align the  IF at the wrong frequency
and then your BFO won't work for snot.. so if you have a signal generator
its best to use it intially for the if alignment...and also to set up you
band edge califbration.

Hope that helps

Larry w6WUH





------------------------------
Message-ID: <351FF299.2949@sprintmail.com>
Date: Mon, 30 Mar 1998 11:29:29 -0800
From: Hal Waite <halwaite@sprintmail.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Hallicrafters SR2000
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Steven Ensley wrote:
> 
> I recently came into possession of a Hallicrafters SR2000.  I don't have
> any specific questions yet but wondered if anyone on this list had any
> suggestions or warnings to offer.  It works quite well other than the
> plate current meter which doesn't work at all.  Presently I am tuning it
> by optimizing the signal using a field strength meter.  I need to find a
> replacement meter for the radio though so I can tune it properly by
> diping the plate current.
> 
> Steve
> KB9RRM


Watch the screen current.  This is critical to tuning this grid-driven
amplifier and care should be taken to tune correctly; this is not a
grounded-grid "tune for maximum smoke" amplifier.  It is also a
challenge to find 8122 tubes at a reasonable price.

This is an excellent station and is truly a tabletop kilowatt station in
an envelope only slightly bigger than the KWM-2.  Congratulations on
your find; these units are not common.

73,  Hal  K3AB/7

------------------------------
Message-ID: <21B46CBD022AD1118F0500805F15A0684509C1@STPMSX05.stp.guidant.com>
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Cleaning Cabinet Smoking Stains
Date: Mon, 30 Mar 1998 14:51:22 -0600
MIME-Version: 1.0
Content-Type: text/plain

Greetings:  I want to pass along some information on how I was able to
easily clean off nicotine or grime from a front panel and cabinet. 

I recently acquired a 75A4 and discovered it was covered with (what I
belive to be) nicotine.  My usual Windex and tooth brush removed very
little of it.   Every time I sprayed, scrubbed, and wiped, more and more
brown kept coming up.  I was praying it was nicotine or grime and not
the paint!   The front panel became streaked and full of different
shaded areas depending on how much grime was removed. I was seriously
beginning to wonder if I wreaked it!

I recalled hearing some of the list members mention the use of GOJO hand
cleaner on tough to clean cabinets.  A quick trip to the auto parts
store and I had a can of it for something like $9.95 (it was a big can).
I used a tooth brush to apply it and scrub, working on a small area at a
time.  After scrubbing, I just used a paper towel to remove the cleaner.
Wow, it worked great!   The brown grime came right off and left the
beautiful St. James Gray cabinet color.  The whole cabinet and front
panel cleaned up beautifully with that GOJO.  My thanks to the folks who
mentioned it.

73,

Scott WA9WFA  Saint Paul Minn

------------------------------
Message-ID: <21B46CBD022AD1118F0500805F15A0684509C2@STPMSX05.stp.guidant.com>
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Cleaning 75A4 Knobs
Date: Mon, 30 Mar 1998 15:01:33 -0600
MIME-Version: 1.0
Content-Type: text/plain

Greetings: I recently acquired a Collins 75A4 receiver and have a
general question about knob clean up.  The knobs had some kind of grime
on it, nicotine perhaps, and were dull black (not shiny) .  When I
cleaned them up, they were still dull.  I had hoped they would clean up
with a shiney sheen.

I tried a bit of Turtle wax one to see if it would buff up.  Not much.
Is there another way to get the knobs shiny again or is that just the
way it is with an older receiver? 

Thanks,

Scott WA9WFA  Saint Paul Minn

------------------------------
Date: Mon, 30 Mar 1998 16:14:45 -0500 (EST)
Message-Id: <199803302114.QAA01700@pop.uky.edu>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: "William L. Fuqua III" <wlfuqu00@pop.uky.edu>
Subject: Ready for Dayton

 Got my fleamarket spaces again.
2141, 2142 same as last year.
73
Bill wa4lav

------------------------------
From: mike <michaels@kc2kj.k2nesoft.com>
Message-Id: <199803302124.QAA10056@kc2kj.k2nesoft.com>
Subject: Power supplies for TR-3 and Swan 700 CX
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 30 Mar 1998 16:24:49 -0500 (EST)
Cc: michaels@kc2kj.k2nesoft.com (mike)
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit

Hi guys. Does anyone a power supply for tr-3 and. separately, powrer
supply for Swan 700CX? Got both and want to find the supplies.
Thanks,
Mike
kc2kj
-- 
Michael Sullivan   ---   michaels@kc2kj.k2nesoft.com
home page : http://kc2kj.k2nesoft.com:8080/Merchantville
Merchantville NJ - 5 miles from Philadelphia, Pa

------------------------------
Message-ID: <35201120.29E3913D@bw.webex.net>
Date: Mon, 30 Mar 1998 16:39:44 -0500
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Cleaning 75A4 Knobs
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Freeberg, Scott (STP) wrote:
> ....... When I cleaned them up, they were still dull.  I had hoped >they would clean up with a shiney sheen.

    What did you clean them with?  Water-based cleaners can be tough on
Bakelite and will often dull the finish.  The brown stuff that keeps
coming off is plastic. Use GoJo or similar waterless hand cleaner. You
want the kind without pumice.
    You MAY be able to restore the old finish on the now-damaged knobs
with a mild abrasive like automotive rubbing compound.

Al

-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm

------------------------------
Message-Id: <199803302203.RAA24709@camel8.mindspring.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 30 Mar 1998 17:02:13 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@mindspring.com>
Subject: Cleaning Cabinet Smoking Stains


>Sender: owner-boatanchors@theporch.com
>X-Listprocessor-Version: 8.2.03 -- ListProc(tm) by CREN
>
>Greetings:  I want to pass along some information on how I was able to
>easily clean off nicotine or grime from a front panel and cabinet. 
(snip)
>I recalled hearing some of the list members mention the use of GOJO hand
>cleaner on tough to clean cabinets. 

        I've used this stuff on a variety of cabinets and chassis and
have always had good results. Not only that, but it leaves your
hands clean too!
        ALWAYS try cleaners on an inconspicuous area, but this
stuff has always cleaned chassis and cabinets safely and effectively.
(And it's not habit forming. Use as directed, results may vary. Void
where prohibited.)

        Best in cleanliness
        /John
        wb5oau

------------------------------
From: John Poulton <jp@cs.unc.edu>
Date: Mon, 30 Mar 1998 17:23:45 -0500 (EST)
Message-Id: <199803302223.RAA27788@mira.cs.unc.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Knob cleaning

Just a reminder:  Jay Miller posted some very useful info about
cleaning and bringing up some luster on bakelite knobs.  You can
see his clever method (involves a slightly unusual application of
shoe polish!) at www.teleteam.net/~jmiller/ , go to Tools and
Techniques, then "Do a Knob Job on Your Vintage Radios".  It's
pretty cool!

73
John Poulton KF4OZY

------------------------------
Message-Id: <2.2.32.19980330224612.009fedcc@en.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 30 Mar 1998 17:46:12 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Allen Tucholski <allent@en.com>
Subject: Clegg "Thor 6" front panel needed!

Hello all,

I recently picked up a Clegg Thor, 6 meter AM rig.  All the front panel
lettering is almost all gone, but the panel is good. I am looking for an
excellent front panel, or a photocopy on clear mylar of your Thor 6 panel
lettering and dial layout. Otherwise I may just have to make my own letter
labels. I have no Idea what I will do for the dial artwork.
Any suggestions?
Allen

------------------------------
Date: Mon, 30 Mar 1998 17:33:58 -0600 (CST)
Message-Id: <199803302333.RAA27861@mail.ionet.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Mike <ac5p@ionet.net>
Subject: Re: Cleaning 75A4 Knobs
Cc: boatanchors@theporch.com

At 04:39 PM 3/30/98 -0500, you wrote:
>Freeberg, Scott (STP) wrote:
>> ....... When I cleaned them up, they were still dull.  I had hoped >they
would clean up with a shiney sheen.
>
>    What did you clean them with?  Water-based cleaners can be tough on
>Bakelite and will often dull the finish.  The brown stuff that keeps
>coming off is plastic. Use GoJo or similar waterless hand cleaner. You
>want the kind without pumice.
>    You MAY be able to restore the old finish on the now-damaged knobs
>with a mild abrasive like automotive rubbing compound.

In lieu of a buffing wheel and compound, try BRASSO metal polish.  Hand
buff with cotton athletic sock or old towel.  If the knob is really dull
and faded, it may take two or three applications, but the shiny gloss 
finish is worth the effort.

Mike
 

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: heath@listserv.tempe.gov
Date: Mon, 30 Mar 1998 17:52:55 -0600
Subject: SB102 and MT 1 are Sold       FS  VF-1
Message-ID: <19980330.175258.9638.2.kb5wwo@juno.com>
From: kb5wwo@juno.com (George T Folse)

All,
  The SB102 set up and the MT-1 are sold,Thanks for all who replied.
Still have the VF-1 $60 shipped.

George Folse III KB5WWO kb5wwo@juno.com   or  kb5wwo@bellsouth.net
630 Dolhonde St.
Gretna,La. 70053
504-362-1896 ph/fax
Collector of Johnson,Heath,& Atwater Kent  AMI#937

------------------------------
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit
Date: Mon, 30 Mar 1998 18:58:24 -0500 (EST)
Subject: HEATH AM FILTERS
To: Old Tube Radios <boatanchors@theporch.com>
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
Message-ID:  <9803301858.aa07722@pcusa01.ecunet.org>

To: boatanchors@theporch.com

Or listen to AM using a 3 KHz filter by tuning the radio to put the carrier
at one edge of the IF passband instead of in the center.

This does require a filter passband shape that is quite flat on top.
Mechanical filters & Halli's 50 kHz IF's will do it.

There is a bit of distortion when demodulating the carrier and only one
sideband but not serious with voice signals.  And of course, selectivity is
a lot better plus you can retune to avoid interference on one sideband.

On certain SSB radios, you may have to deactivate the BFO and switch the
envelope detector into the ct. to receive AM this way thru an SSB filter.
 -John Sehring (written on Mon, Mar 30, 1998 at Custer, SD) UCC WB2EQG

------------------------------
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit
Date: Mon, 30 Mar 1998 18:58:25 -0500 (EST)
Subject: DAMP CHASER
To: Old Tube Radios <boatanchors@theporch.com>
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
Message-ID:  <9803301858.aa07730@pcusa01.ecunet.org>

To: boatanchors@theporch.com

An easy damp chaser (and thermal stabilizer too) is a 3.3K, 10 watt
wirewound resistor run continuously from 115 volts.  That'll dissipate 4
watts.

(That's how Halli does it in some of their rx's, e.g. SX-101 & -101A.)

 -John Sehring (written on Mon, Mar 30, 1998 at Custer, SD) UCC WB2EQG

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 30 Mar 1998 11:29:10 -0600
Subject: Mysterious Transformer
Message-ID: <19980330.112914.12062.4.dougsterr@juno.com>
From: dougsterr@juno.com (Douglas A Knoll)

I have a NIB transformer made by United Transformer Corp. in NY.  On a
metal
tag on the side it says UTC Special Series Type S-57.  It came in a box
with the
number 5950-243-5719 or perhaps 5714.  Also the box is labeled with
another 
number 2Z9611.18 (1each Transformer, packed 5/50).  The box is also
stamped
with a star and sAc.  The transformer is grey crinkle painted.  It has
six terminals 
on the bottom, four are  labeled 0,105,115,2.5.  Anyone have an idea what
this 
may be?

Doug Knoll
dougsterr@juno.com

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]

------------------------------
Message-ID: <35203A46.127E0BDA@bw.webex.net>
Date: Mon, 30 Mar 1998 19:35:18 -0500
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Mysterious Transformer
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

UTC S-57 is a 2.5VAC 10A filiment xfmr with 105 and 115 volt taps on the
primary.

Douglas A Knoll wrote:
> 
> I have a NIB transformer made by United Transformer Corp. in NY.  On a
> metal
> tag on the side it says UTC Special Series Type S-57.  It came in a box
> with the
> number 5950-243-5719 or perhaps 5714.  Also the box is labeled with
> another
> number 2Z9611.18 (1each Transformer, packed 5/50).  The box is also
> stamped
> with a star and sAc.  The transformer is grey crinkle painted.  It has
> six terminals
> on the bottom, four are  labeled 0,105,115,2.5.  Anyone have an idea what
> this
> may be?
> 
> Doug Knoll
> dougsterr@juno.com
> 
> _____________________________________________________________________
> You don't need to buy Internet access to use free Internet e-mail.
> Get completely free e-mail from Juno at http://www.juno.com
> Or call Juno at (800) 654-JUNO [654-5866]

-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm

------------------------------
Message-ID: <35203E83.E0F9EACC@pacbell.net>
Date: Mon, 30 Mar 1998 16:53:23 -0800
From: Tony <anthonys@pacbell.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: USCG COMMSTA PIX (Digest 1989)
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Dick Dillman and others wrote:

>At 11:42 AM 3/28/98 -0500, William Donzelli wrote:

>>> http://www.navcen.uscg.mil/marcomms/cgcomms/cgimages/

>*Great* stuff!

	Sure is!  Thanks.

>>Look at NMQ-58.JPG. Does anyone know anything about that rackmount control
>>unit the man is operating (the bottom black unit in the rack)? I have one
>>of those things kicking around my parent's place.

        No. Sorry, Bill.

>And I'd like to know about the tape recorder at the top part of the rack.  I
>occasionally see these at swap meets, although not recently I must admit.
>Does anyone have details about them?

Dick-
        This is voice logging recorder made by Soundscriber Corp (Inc?)
which was used widely in the mid 50s, and perhaps later.  It was
innovative
in that it was the first to use transverse recording on wide tape.  The
patents in process at the time gave Ampex Corp conniptions when it was
uncovered during a patent searches for the wideband video tape
recorder.  
(Long story  <G>)

        Tony  W6ANV     San Francisco

------------------------------
From: "Al Parker" <awparker@worldnet.att.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Weird Stuff
Date: Mon, 30 Mar 1998 16:41:08 -0800
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit
Message-ID: <19980331010238.AAB29859@awphome>

I've got some too:
4 each,  EL C1K  thyratrons  
incl. 4 ea. ceramic surface mount 4-pin sockets
Socket tabs have never been soldered on, & I believe all is NOS (dusty).

My notes with these, from abt 1962, says 1/2 wave, 1.0 amp max. cont. DC,
max recurring (AC) 8.0,  peak fwd volts 1000, 2.5v  6.5a filament, 25 sec.
heating time.

Don't know if the tubes have much application to our pursuits, but the
sockets might 
be the just thing for a "bread board" antique reproduction of something.

Rules of Ware prevail - you pay postage only, but tell me why you'd like
them.

73,  Al,  W8UT
Dublin,CA  until 4/10
New Bern, NC after 4/17 (permanently)

------------------------------
Message-Id: <199803310103.CAA11961@punt2.hw.ac.uk>
To: Old Tube Radios <boatanchors@theporch.com>
From: Bill Jarvis <B.H.Jarvis@hw.ac.uk>
CC: boatanchors <boatanchors@theporch.com>
Date: Tue, 31 Mar 1998 02:03:41 +2300
Subject: Re: Cleaning 75A4 Knobs  

On 1998-03-30 skywaves@bw.webex.net said:
 sk>CC: Old Tube Radios <boatanchors@theporch.com>
 sk>Sender: owner-boatanchors@theporch.com
 sk>X-Listprocessor-Version: 8.2.03 -- ListProc(tm) by CREN
 sk>Status:
 sk>Freeberg, Scott (STP) wrote:
 sk>> ....... When I cleaned them up, they were still dull.  I had
 sk>hoped >they would clean up with a shiney sheen. What did you clean
 sk>them with?  Water-based cleaners can be tough on Bakelite and will
 sk>often dull the finish.  The brown stuff that keeps coming off is
 sk>plastic. Use GoJo or similar waterless hand cleaner. You want the
 sk>kind without pumice. You MAY be able to restore the old finish on
 sk>the now-damaged knobs with a mild abrasive like automotive rubbing
 sk>compound. Al
 sk>--
 sk>Al Klase - N3FRQ
 sk>skywaves@bw.webex.net

For what it's worth, in the UK I often see this advertised:
BAKE-O-BRYTE
Only from The Radiophile, Larkhill, Newport Rd, Woodseaves, Stafford
ST20 0NP, UK.
By post in the UK: 2-50 a tube. Specifically made for brightening
bakelite.
I'd be willing to take part in a not very risky experiment, and air mail
2 tubes to any BA subscriber who sends me a $10 bill disguised as a
greeting - at YOUR risk! (Hoping not everyone shouts at once. If it's a
success you could no doubt buy a box of several 12x tubes at a discount.
I must admit I've NEVER tried it personally but I HAVE heard people
"swear by it".)

Email me if you wish to try this, and I'll email you my snail-mail
address.

Or you'll find me QTHR.




============   =====   =====   BILL  J.   =====   =====   ============
GM8APX, qthr                                   EDINBURGH, SCOTLAND, UK

Hannibal, cum victoria posset uti frui maluit

Net-Tamer V 1.10  - Registered

------------------------------
Message-ID: <000301bd5c41$c97109a0$7b8a3ece@default>
From: "Robert Nickels" <ranickel@mwci.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: DX-100 modulator
Date: Mon, 30 Mar 1998 19:09:41 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi All,

Can anyone tell me what the bias voltage on the grids of the 1625 modulators
in a DX-100 should be?  Evidently this was before Heath provided tube socket
voltage charts.

Thanks and 73,

Bob W9RAN

------------------------------
Date: Mon, 30 Mar 1998 17:02:42 -0800 (PST)
Message-Id: <2.2.16.19980330170239.0d9fc7f4@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: FS: Manuals


>AN/TRC-1 through 1E radio set, AN/TRC-3 through 3E radio terminal set,
>AN/TRC-4 through 4E radio relay set and AN/TRA-1 through 1C amplifier
>equipment 70 - 99.9Mc FM radio relay equipment.  This is the one that has
>slight water damage but is entirely useful.
>
>$7 each plus priority mail shipping from San Francsico 94105.

The BC-639 and 640 manuals have been spoken for but the one above remains.
Won't someone give it a good home?  No reasonable offer refused.

Regards,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                      

------------------------------
Content-return: allowed
Date: Mon, 30 Mar 1998 20:28:00 -0500
From: "Owens, Clarence" <owensc@nebeng.otis.com>
Subject: "Radio" Designer's Handbook
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0EQNT2O8U001BS@mailman.otis.com>

Hi List People,

I just received the latest Newnes (Butterworth-Heinemann) electronic books
catalog and was surprised to see:

Radio Designer's Handbook
Fourth Edition
Fritz Langford-Smith

1997, 1000pp, 5 1/4 x 8 1/2, Paperback,0 7506 3635 1, $66.95

The reproduced (tiny) book cover says "Classic Edition" and at the noise
level seems to say "----- 1955 revised 1967"  My 1956 "Radiotron" Designer's
Handbook has 1450 or so pages and the one I bought for my son has fewer
pages but still a lot more than 1000.

Have any of you seen this edition?  I can see that they have priced it
cleverly; just a little less than a good condition copy of the real thing
from a bookseller.  Still it may satisfy the need of someone who wants the
information more than the yellowed original fourth ed.

They also list a half dozen or so other Tube Audio and Radio books, none of
which are the common ones you see in ARC or ER.  Newnes seems to have a lot
of non-USA origin titles, so maybe the tube books are from "there".  For
that matter, the Langford-Smith book falls into that general category,
having originated in Australia.

Their phone number is: 800-366-2665, and web site is at www.bh.com.

73,

Clare Owens  N2RJB
owensc@nebeng.otis.com

------------------------------
From: gds@digitalexp.com (Reynolds, Jim)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Signal Generator and VTVM needed
Date: Mon, 30 Mar 1998 19:37:14 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit
Message-ID: <19980331013716171.AAA163@gds>

I need a good signal generator and a VTVM for the bench.
A heathkit etc will do fine, anyone have one wanting to sell it?
Ebay is a mad house!
Jim

------------------------------
Date: Mon, 30 Mar 1998 21:15:47 -0500 (EST)
From: Sandra L Knepper <slkst29+@pitt.edu>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>, owner-boatanchors@theporch.com
Subject: Re: Cleaning 75A4 Knobs
Message-ID: <Pine.GSO.3.96L.980330211241.29766B-100000@unixs4.cis.pitt.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

When polishing knobs with an electrical buffing wheel, be careful that you
do not burn the plastic - this is very easy to do when using a high speed
buffer.  I know from first hand experience when I used a Sears Demeral
tool on a plastic trim ring for a 321B04.  I now have a "nice" rub mark on
the plastic.

Dave, W3BJZ
Publisher of the Collins Journal

------------------------------
Message-Id: <199803310241.UAA03220@smtp1.mailsrvcs.net>
From: "Grant Youngman" <nq5t@gte.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 30 Mar 1998 20:42:39 -0500
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: Re: Cleaning 75A4 Knobs


> buffer.  I know from first hand experience when I used a Sears Demeral
> tool on a plastic trim ring for a 321B04.  I now have a "nice" rub mark on
> the plastic.

Plastic polishing needs to be done in a way that generates no or 
extremely low heat to prevent scarring.  A Dremel tool is the worst 
possible thing to use.  A soft T-shirt and a little elbow grease is the 
safest.

The Eastwood Company sells buffing motors,  wheels, and compounds 
suitable for plastic items, designed for gentle low heat buffing.  See 
http://www.eastwoodco.com/

Grant


-----------------------------------
Grant Youngman / NQ5T

nq5t@gte.net
BA pics at http://home1.gte.net/nq5t
Double Oak, TX -- nr Dallas

------------------------------
Message-Id: <199803310329.VAA18760@jackatak.theporch.com>
From: listown@jackatak.theporch.com (List Admin/Owner Radio Mail Lists)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BoatAnchors Digests -- what really happened
Date: Mon, 30 Mar 1998 21:29:24 -0600 (CST)

Gang-

Since I have received multiple copies of essentially the same message, 
I think it may be appropriate to paraphrase them and respond to the 
entire list.

> Wondering if there is a problem with the server. The last digest I
> received was 1988.
After the fifth such message, I knew I needed to do something, and as 
the number continued to climb, well... here is the "scoop."

Over the weekend, while I was invaded by my son, his wife, and one of
my grandsons, while providing radio support for a half-marathon race 
(I signed my son up for the 5K race to keep him busy while I was busy 
doing comm work ;^) Phil and I upgraded the list processor to yet 
another level...

It will provide some awesome new features, and should be well worth 
the hassles we encounter as some of the bugs crawl out from hiding.

We do not know how or why, but the digest number 1989 got wedged, and 
grew... and grew.... and grew... and grew....and it finally was shoved 
out manually with 101 posts, nearly 4000 lines, and about 145KB in 
size! ;^)

Several ISP have email size limits for individual email messages 
(Juno.com, for instance is 64KB) so LOTS of people have not received 
this behemoth digest.

I shall break it into at least 4 parts and re-mail it as soon as I am 
able to figure out how to break it up and reassemble it -- and, I am 
open to non-labor intensive ideas! ;^)

Once the dust settles on this, I will let you all in on some of the 
new features which will make your BoatAnchors membership far easier to 
use and far more productive...

In the meanwhile, please bear with us, and be patient, especially 
about when I can shove this 300 pound digest through the keyholes at 
many ISP! ;^)

Let me know how I can help
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"

------------------------------
Date: Mon, 30 Mar 1998 22:33:04 -0500
From: don merz <71333.144@compuserve.com>
Subject: 2 Q's and a G
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199803302236_MC2-386C-847E@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

Odd-lot questions & giveaway:

Q: What the heck is a B&W 423? It is sealed so I can't look inside. It's just
   a small copper box with an SO-239 socket on each end. What's inside?

Q2: What's a CRC-802 tube good for? This has a 4-pin base and 4 caps along
the envelope. The envelope is about 1" diameter and 3" long with a
dimple on top (but no cap). I couldn't find this in Tube Lore...

Giveaway: Sometimes instructions for the small stuff are lost seemingly forever
so when I find these, I like to share copies. This is Brush Communications
Engineering Bulletin No. 81 covering their Model BJ Type Headphones. It's
just 1 double-sided page and a copy is yours for an SASE. Dated 1938.

Address for SASE: Don Merz, 47 Hazel Drive, Mt. Lebanon, PA  15228.

73, Don

------------------------------
Date: Mon, 30 Mar 1998 22:57:55 -0500 (EST)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 2 Q's and a G
Message-Id: <Pine.GSO.3.96.980330225316.28583A-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> Q2: What's a CRC-802 tube good for? This has a 4-pin base and 4 caps along
> the envelope. The envelope is about 1" diameter and 3" long with a
> dimple on top (but no cap). I couldn't find this in Tube Lore...

Did you drop a "5"? Your description matches that of a 8025, an RCA UHF
triode, very similar to the 8012 (the same tube but without a base).

These two tubes were used in the glide bomb TVs (ATE thru ATK), as well as
some of the early altimieters (SCR-518).

William Donzelli
william@ans.net

------------------------------

End of BOATANCHORS Digest 1990
******************************


